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For You and Planet Blue.
H2O International

At H2O, our aim is simple: to improve the health and well-being of all
South Africans by providing water that doesn’t just taste better but is
in fact better for your health and wellbeing. To further our vision for the
health of SA and to better our offering we have partnered with BWT
and Ecosoft to bring you the latest innovations in water purification.

BWT:

BWT or Best Water Technology, is Europe’s leading water purification brand.
They’re committed to implementing sustainable and responsible water
purification practices that meet both the needs of the individual, while
preserving the Earth as a unique habitat. BWT’s vast selection of products
and technologies accommodate a wide range of applications. They believe
that water deserves to be at its purest, no matter where you use it - from inhome to industrial, swimming pools, hospitals and everything in between.
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Ecosoft:

Ecosoft has a passion for water and more than one way of proving
it. Each product in their extensive range stemmed from an idea,
which was then researched, implemented, developed and produced
inhouse at their 8000m2 factory - from idea to production.

Together:

Together with BWT and Ecosoft, we’re providing South Africa
with quality products and installations that are suited to fit your
particular needs. Whether it’s in-house or an industrial application,
no job is too big or too small. Ensuring you have the purest,
healthiest water available, on tap, is our number one priority.

Visit h2o.co.za to find a solution that best fits your needs.

WWW.H2O.CO.ZA

Introduction
BWT’s vast selection of products and technologies accommodate
a wide range of applications. They believe that water deserves
to be at its purest, no matter where you use it - from in-home to
industrial, swimming pools, hospitals and everything in between.

H2O International is South Africa’s number one water
purification company with over 25-years of experience.
We are at the forefront of water purification and are an involved
member of several worldwide organisations. This keeps us constantly
updated with the latest developments and innovations in water
purification technology, so we can bring them straight to you.
We are dedicated to providing superior customer service alongside
our high-quality products. Our full range of state-of-the-art water
purifiers, softeners, dispensers, media and services have been
tested and perfected. We don’t just specialise in water purification
technology, we specialise in ensuring you receive the finest water
quality available, no matter what your water treatment needs may be.
At H2O, our aim is simple: to improve the health and well-being
of all South Africans by providing water that doesn’t just taste
better but is in fact better for your health and wellbeing.
To further our vision for the health of SA and to better our
offering we have partnered with BWT and Ecosoft to bring
you the latest innovations in water purification.
BWT or Best Water Technology, is Europe’s leading water purification
brand. They’re committed to implementing sustainable and
responsible water purification practices that meet both the needs
of the individual, while preserving the Earth as a unique habitat.

BWT products are of the highest standard and offer specialised
units such as the patented and innovative Magnesium Mineralized
Water Filter. This technology filters your water from the tap
before mineralizing it with magnesium, creating superior
tasting water that rivals store bought bottled water.

Ecosoft has a passion for water and more than one way of proving
it. Each product in their extensive range stemmed from an idea,
which was then researched, implemented, developed and produced
inhouse at their 8000m² factory - from idea to production.
Ecosoft is 40 WQA Certified with multiple accolades proving the
quality of their innovative products. All products are EAC, NSF, and
TÜV SÜD certified, which supports the fact that they are driven to
produce industry leading products that do more than just filter water.

Together with One Purpose.
Together with BWT and Ecosoft we’re providing South Africa
with quality products and installations that are suited to fit your
particular needs. Whether it’s in-house or an industrial application,
no job is too big or too small. Ensuring you have the purest,
healthiest water available, on tap, is our number one priority.

Visit h2o.co.za to find a solution that best fits your needs.
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Penguin 2.7ℓ

Replacement Filters

BWT Jug Filter Cartridges

BWT Jug Filter Cartridges

Magnesium Mineralizer Jug

For the Magnesium Mineralizer
Jug Cartridge

Magnesium Minerlized Water + ZINC
3 X Pack

Balanced Alkalized Water
3 X Pack

FEATURES

FEATURES

FEATURES

FEATURES

Beautiful ergonomic design that is an asset in every kitchen and
workplace. Thanks to the lid seal, your first glass of magnesium
mineralized water can be poured almost immediately. The
BWT Magnesium Mineralized Water Filter Jugs use patented
technology which exchanges calcium ions for magnesium ions.
Uses an LCD Cartridge Replacement Indicator. Easy to fill.
Can be refrigerated.

BENEFITS

BWT’s Magnesium Mineralizer patented technology enriches
the water with magnesium, which creates delicious tasting water
while improving the flavour of food and beverages prepared
with it. Lime scale reduction. Removes sediment, chlorine,
heavy metals and most other contaminants. Reduces the pH
Level. 2-year warranty on the jug. Dishwasher safe, except for
the lid. No-Splash hygienic refilling. Environmentally friendly
- eliminates the requirement for single use plastic water bottles.

SPECIFICATIONS

Total capacity: 2.7ℓ.
Filtered capacity: 1.5ℓ.
Recommended cartridge replacement period: 28 days/120ℓ.
Available in 3 colours.
B.P.A. free.
Dimensions: 264(h) x 114(w) x 287(d) mm.

Option

White

Pink

Blue

120ℓ/28 days

-

-

R499

R499

R499

Cost per litre

-

-

Product Code

BWT001

BWT004

Capacity

R.S.P.
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BWT Magnesium Mineralization Patented Ion Exchange
Technology which enriches your water with magnesium
and removes sediment, chlorine and other contaminants.
Unique design. Quick, easy cartridge replacement.
The cartridge delivers a consistent level of magnesium
mineralization throughout the recommended lifespan.
Sold as single units, 3 Packs and 6 Packs.

BENEFITS

Improves the taste, colour and smell of your water by
removing sediment, chlorine, heavy metals like lead and
iron and other contaminants. Reduces the lime scale content
and enriches the magnesium. Turns your tap water into
delicious tasting mineralized drinking water. Environmentally
friendly - eliminates the use of single use plastic. Promotes
heart and bone health. Aids in calcium absorption. Optimizes
lung functionality. Supports immune and nervous system.
*While this product increases magnesium levels in your water,
a normal healthy diet which contains magnesium is required
for optimal health.

Adds magnesium and zinc. Adds 65mg of magnesium per
2.5L of water*. Patented Ion exchange media replaces
calcium with magnesium and zinc. BPA Free.

BENEFITS

Magnesium and zinc support the immune system
- strengthening hair and skin, and promoting cell
growth. Ideal way for active people to increase zinc levels.
Reduces water hardness - removes chlorine and heavy
metals. Improves taste, smell and colour of your drinking
water. 2.5L of magnesium + zinc filtered water provides 20%
of magnesium and 15% of your daily recommended intake*.
Vitality boost. Eliminates the requirement for single use
plastic bottles. *Based on water hardness levels.

SPECIFICATIONS

Filter capacity: 120ℓ/28 days.
Fits any BWT Water Filter Jug.
Conforms with all European Standards Authorisation.

Removes heavy metals, chlorine and other contaminants.
Alkalises water by creating a higher pH (>8.5). BPA Free.

BENEFITS

Alkaline water supports the regulation of the acid-base
balance in the human body and promotes general well-being.
Neutralises hyperacidity in the body. Supports metabolism
and improves nutrient absorption. Removes chlorine and
heavy metals. Keeps the pH value of water over 8.5.
Improves taste, smell and colour of your drinking water.
Promote general well-being. Eliminates the requirement
for single-use plastic bottles.

SPECIFICATIONS

Filter capacity: 120ℓ/28 days.
Fits any BWT Water Filter Jug.
Conforms with all European Standards Authorisation.

SPECIFICATIONS

Patented Magnesium Mineralization
and water purification technology.
Capacity approximately: 120ℓ/28 days per cartridge.
All components are B.P.A. free.

Option

Single

3 Pack

6 Pack

-

-

-

R.S.P.

R149

R399

R699

R.S.P.

R499

-

Cost per litre

R1.24

R1.11

R0.97

Cost per litre

R1.40

BWT003

Product Code

BWT010

BWT011

BWT012

Product Code

BWT014

Capacity

Prices are correct as of March 2020, but may vary due to exchange rate fluctuations. Latest prices can be obtained from our website.

Option
Capacity

3 Pack
120ℓ per cartridge

Option
Capacity

R.S.P.

3 Pack
120ℓ/28 days
per cartridge

R699

Cost per litre

R1.66

Product Code

BWT013

Return to Contents Page
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PCT. CL+

PCT. CL+ Lite

Portable Counter Top 9 000ℓ

Portable Counter Top 4 500ℓ

Budget 10“ Replaceable
Counter Top Housing

Double 10“ Replaceable
Counter Top Housing

Includes Spout*

Includes 5 Micron Sediment Filter*

FEATURES

FEATURES

FEATURES

FEATURES

BENEFITS

BENEFITS

Removal of chloramines and chlorine, sediment, heavy
metals and organic contaminants. Portable and easy
to install. Diverter Set fits most standard faucets.

Economical and adaptable to local water conditions. Select
a cartridge which suites your purification requirement
and budget. Easy to install and relocate - ideal for
single or, couples renting as well as small offices.

BENEFITS

SPECIFICATIONS

SPECIFICATIONS

SPECIFICATIONS

10“ white 1/4“ inlet and outlet fliter housings (x2).
Max pressure 125 psi (8.6 bar).
Max temp 51.7 °C.
Flow rate 3.5ℓ per minute.
Material: Polypropylene.
*Requires instalation unit.

Unique GAC/KDF media bed. Designed for municipal
water purification. Bacteriostatic. Eliminates
odours and improves taste and colour.
Removal of chloramines and chlorine, sediment, heavy
metals and organic contaminants. Portable and easy
to install. Diverter Set fits most standard faucets.
3.8ℓ per minute.
Sealed construction.
GAC/KDF proprietary blend.
Warranty: 9 000ℓ/8-12 months.
Capacity: 9 000ℓ.
Excludes lead-free faucet diverter.

Unique GAC/KDF media bed. Designed for municipal
water purification. Bacteriorstatic. Eliminates
odours and improves taste and colour.

3.8ℓ per minute.
Sealed construction.
GAC/KDF proprietary blend.
Warranty: 4 500ℓ/8-12 months.
Capacity: 4 500ℓ.
Excludes lead-free faucet diverter.

BENEFITS

Assembled 10” Polypropylene housing includes diverter,
spout and spanner. Suitable for municipal water application.
*Excludes the Cartridge Set.
*Excludes Diverter Set.

Option

P.C.T

Option

Capacity

9 000

Capacity

4 500

Capacity

R.S.P.

R999

R.S.P.

R.S.P.

R1 399

R.V.P.C.T

Preassembled and pressure tested. 10” housing
fits all standard 10” filters and cartridges.

Option

Housing Assembled
-

R499

Two 10“ mounted filter housings assembled and
pressure tested. Includes 5 micron sediment filter and
quick connect fittings. Excludes second cartidge.
Compatible with any Standard 10“ filter or cartridge.
Easy installation and filter changes.

SPECIFICATIONS

Option
Capacity

R.S.P.

Convertible Housing
-

R1 299

Cost per litre

-

Cost per litre

R0.22

Cost per litre

-

Cost per litre

-

Product Code

WFC238

Product Code

WFC239

Product Code

WCA016

Product Code

WNA002

10
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Deluxe Replaceable
Counter Top

Sleek 10“ Replaceable
Counter Top Purifier*

Counter Top
Installation Kit

Bajaj Stainless Steel
Gravity Filter 20ℓ
Silver Impregnated

FEATURES

Unique and attractive chrome or silver housing with
spout and connector. Utilizes: H2O KDF, with silver
impregnated and coconut shell GAC and Riolyte.
Replaceable sediment filter. Pro rata warranty at 18
950ℓ/8-24 months. Pro-rata warranty at 9 460ℓ/6 months
for Ecocarb 7” ceramic filter candle with added bacteria
removal. Finishes match modern kitchen appliances.

BENEFITS

Hygenic and convenient cartridge replacement.
Easy to install – Requires no plumber. Easy to
remove and transport – good for people who rent.
Adapt the cartridge to suite your budget.

SPECIFICATIONS

Flow rate: 3.8ℓ per minute.
Dimensions: 305 (h) x 114 (w) mm.
Shipping Weight: 2.2 kg.
Warranty: 12 months
Made in the USA.
Endorsed by KDF.
Includes Diverter Set

Option
Capacity

R.S.P.

Chrome
18 925ℓ/9 460ℓ (Ecocarb)

R2 625

FEATURES

Attractive modern sleek design. Quick and easy installation.
Compatible with all standard 10“ filters and cartridges.

BENEFITS

Cost effective, hygienic and easy maintenance. Sits on
countertop. Contemporary design. Compatible with
all standard filters and cartridges. Enables flexibility
in choosing the most suitable filter for local water
quality and budget. Ideal for families or medium sized
rented offices. Quick easy Installation does not require
a plumber. Environmentally friendly - eliminates the
need to buy water in single use plastic bottles.

FEATURES

Lead free components, universal adaptor and foot plates.

BENEFITS

Easy DIY installation. Affordable.

SPECIFICATIONS

Lead free and includes assorted adaptors
Goose Neck Swivel Spout, universal diverter
set, 6 mm pipe and footplates included.

Economical to run. Removes suspended particles. Improves
taste and colour. Eliminates odours. Removes chlorine and
other harmful chemicals. Protects against bacteria. Can utilize
a variety of different ceramic filter candles. Telescopic design
for easy packing and transport. Easy to use. Economical to run.

Polypropylene housing. B.P.A. free.
Maximum flow rate: 3.8 ℓ/min.
10″ Housing – replaceable cartridge system.
Dimensions: 305 (h) x 114 (w) mm.
Shipping Weight: 2.2 kg.
Made in the USA.
*Excludes Cartridge.
*Excludes Diverter Set.

Capacity

R.S.P.

White Housing
-

R1 199

The BAJAJ gravity filter is made from stainless steel and
is designed for home use. It purifies municipal, borehole
and surface water for drinking purposes. The polished,
stainless steel finish is suited for use in any home or office
environment. The BAJAJ gravity filter utilizes a single silver
impregnated ceramic filter candle with a granular activated
carbon core. The ceramic shell filters out suspended
particles, while the impregnated silver provides protection
against bacteria, cysts and algae. Lastly the granular
activated carbon removes organic impurities and chemicals,
improving the taste, colour and odour of the water.

BENEFITS

SPECIFICATIONS

Option

FEATURES

SPECIFICATIONS

Average filtration rate: 2-3ℓ per hour.
Average longevity of 4” silver ceramic candle: 4-6 months.
Maximum expected capacity: 7000ℓ. Includes steel faucet and
scourer to clean candle. Storage capacity of 20ℓ (10ℓ in top
container, 10ℓ in bottom container), and produces up to 2-3ℓ of
pure water per hour.
Warranty: 1 year.
Dimensions: 490 (h) x 250 (w) mm.
Shipping weight: 4 kg.
Option
Capacity

R.S.P.

Installation Kit
-

R500

Option
Capacity

R.S.P.

Complete Unit
-

R1 250

Cost per litre

-

Cost per litre

-

Cost per litre

-

Cost per litre

-

Product Code

WCC004

Product Code

WCA015

Product Code

WNA003

Product Code

WCC026
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Prices are correct as of March 2020, but may vary due to exchange rate fluctuations. Latest prices can be obtained from our website.
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Stefani 4“ Steri-Carbon
Ceramic Candle

Stefani 4“ Steri-Carbon
Ceramic Candle

Silver Impregnated

No Silver

FEATURES

The Stefani 4″ silver impregnated ceramic filter candle
with internal granular activated carbon for the Stefani
Gravity Filter. This candle removes fine sediment,
moderate bacteria levels, chlorine and other harmful
chemicals, and improves taste, colour and odour.
Requires regular cleaning with scourer or sandpaper
when discoloured or water flow drops. Note: Ceramic
filters should be soaked in water for 24 hours and then
cleaned before first use to ensure optimal performance.

BENEFITS

Removes moderate bacteria levels, chlorine and other
harmful chemicals, improved taste, colour and odour.
Cost effective and easily transported. Environmentally
friendly - removes need for single use plastic water
bottles. Ideal for campers and aid organisations.

SPECIFICATIONS

Ceramic micro filter 0.5-0.9 micron suitable for
use with municipal, borehole or surface water.
Stefani 4″ Steri-Carbon Ceramic Candle.
Steps: Silver impregnated ceramic micro filter (0.5 –
0.9 micron) shell, internal granular activated carbon.
Dimensions: 95 (h) x 58 (w) mm.
Average longevity: 4-6 months.

Option

Standard

FEATURES

The Stefani 4″ ceramic filter candle with internal granular
activated carbon for the Stefani Gravity Filter. This candle
removes fine sediment, moderate bacteria levels, chlorine
and other harmful chemicals, and improves taste, colour and
odour. Requires regular cleaning with scourer or sandpaper
when discoloured or water flow drops. Note: Ceramic
filters should be soaked in water for 24 hours and then
cleaned before first use to ensure optimal performance.

For
better
taste

BENEFITS

Removes moderate bacteria levels, chlorine and other
harmful chemicals, improved taste, colour and odour.
Cost effective and easily transported. Environmentally
friendly - removes need for single use plastic water
bottles. Ideal for campers and aid organisations.

SPECIFICATIONS

Ceramic micro filter 0.5-0.9 micron suitable for
use with municipal, borehole or surface water.
Stefani 4″ Steri-Carbon Ceramic Candle.
Filtration media: internal granular activated carbon.
Dimensions: 95 (h) x 58 (w) mm.
Average longevity: 4-6 months.

MAGNESIUM
LIMESCALE
CHLORINE

Option

HEAVY METALS

No Silver

Capacity

3 500ℓ

Capacity

3 500ℓ

R.S.P.

R295

R.S.P.

R195

Cost per litre

R0.08

Cost per litre

R0.06

Product Code

WFC070

Product Code

WFC071

Im prove the taste of you r ta p wate r with
the BWT pate nte d mag ne si um f orm ula.

bwt.com
14
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DOMESTIC FILTRATION | UNDER COUNTER PURIFIERS

Standard Woda-Pure
Filter Head

Magnesium Mineralized
Woda-Pure Filter Head

BWT Woda-Pure Sediment
1 micron and 5 micron

Woda-Pure S-C
Carbon Filtration
Chlorine Removal

FEATURES

The filter head is available in one size which fits all cartridges
in the Woda-Pure range. Flow direction is marked on the
head. The filter cartridge can easily be screwed into the
filter head. No extra tools are required. All standard filter
heads include non-return valves in the inlet and outlet.

BENEFITS

Easy installation and cartridge replacement. Fits all
Woda-Pure Cartridges (excluding Magnesium cartridges).
Automatic Aqua-Stop. 2 x non return valves (inlet and
outlet). Installation under the sink or on the wall. Easy
exchange of the filter cartridge. Wall mounted.

SPECIFICATIONS

Pressure rating: up to 40 bar.
Waranty: 5 years.

Option
Capacity

R.S.P.

Standard
-

The filter head is available in one size which fits all cartridges
in the Woda-Pure range. Flow direction is marked on
the head. The filter cartridge can easily be screwed into
the filter head and has a three stage adjustable head.
No extra tools are required. All standard filter heads
include non-return valves in the inlet and outlet.

BENEFITS

Easy installation and cartridge replacement. Fits all
Woda-Pure Cartridges (excluding Magnesium cartridges).
Automatic Aqua-Stop. 2 x non return valves (inlet and
outlet). Installation under the sink or on the wall. Easy
exchange of the filter cartridge. Wall mounted.

SPECIFICATIONS

Pressure rating: up to 40 bar.
Waranty: 5 years.

Option
Capacity

R.S.P.

Magnesium
-

R1 100

FEATURES

Removes particles (sand, rust and suspended
solids) which are larger than 1 micron.

BENEFITS

FEATURES
Food grade granular activated carbon.

BENEFITS

All valuable minerals are retained in the water for the
best taste and a full aroma in hot and cold drinks.

Removes chlorine and other residual substances
of odour and taste. As well as organic contaminants
and suspended solids. Leaves water tasting perfect.

SPECIFICATIONS

SPECIFICATIONS

Inlet/Outlet connection thread: 3/8“.
Flow rate: 200ℓ/h.
Min-Max nominal pressure: 2-8 bar.
Ambient operating temperature: 4-30°C.
Dimensions: 360(h) mm.
With fixture: 385(h) mm.
Shipping weight: 0.65 kg.
RECOMMENDED: Change if filter has been shut down
for 1 month, or every 6 to 12 months, depending
on water hygiene standards.

Option
Capacity

5 micron

-

-

Option

S-Small

Capacity

12 000ℓ

R.S.P.

R1 150

R949

R949

-

Cost per litre

-

Cost per litre

-

-

Cost per litre

R0.10

Product Code

BWT025

Product Code

BWT034

Product Code

BWT020

BWT021

Product Code

BWT022

Prices are correct as of March 2020, but may vary due to exchange rate fluctuations. Latest prices can be obtained from our website.

R.S.P.

1 micron

Inlet/Outlet connection thread: 3/8“.
Capacity: 12 000ℓ.
Flow rate: 200ℓ/h.
Min-Max nominal pressure: 2-8 bar.
Ambient operating temperature: 4-30°C.
Dimensions: 360(h) mm.
With fixture: 385(h) mm.
Shipping weight: 0.80 kg.
RECOMMENDED: change if filter has been shut down
for 1 month, or every 6 to 12 months, depending
on water hygiene standards.

Cost per litre

16

R549

FEATURES

Return to Contents Page
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Woda-Pure CUF
Ultra Filtration

BWT Woda-Pure Clear
Magnesium Mineraliser
Small - Medium - Large - Extra Large

Ecosoft Standard Triple 10"
Under Counter Replaceable
3-Stage System

Ecosoft Replacement
Cartridge Pack for
3-Stage System

0.02 micron - The All-In-1

FEATURES

FEATURES

FEATURES

FEATURES

BENEFITS

BENEFITS

Ultra Filtration down to 0.02 Micron. Activated
carbon block filtration. Preliminary sediment filtration
20 micron with a 12 000/40 000ℓ capacity.
Removes bacteria, heavy metals, chlorine and other
harmful chemicales. Improves taste, colour and odour.

SPECIFICATIONS

Inlet/Outlet connection thread: 3/8“.
Capacity: 12 000ℓ / 40 000ℓ.
Flow Rate 200ℓ/h.
Min-Max nominal pressure: 2-8 bar.
Ambient operating temperature: 4-30°C.
Dimensions: 360/502 (h) mm.
With fixture: 385/530 (h) mm.
Shipping weight: 0.80/2.4 kg.
RECOMMENDED: change if filter has been shut down
for 1 month, or every 6 to 12 months, depending
on water hygiene standards.
RECOMMENDED: use a pre filter of 1 or 5 micron.

BWT Patented Magnesium Technology.
Removes calcium, particles, organics and substances
responsible for bad taste and odour.
Reduces calcium (prevents lime scale build up in hot
and cold water appliances). Adds magnesium minerals
resulting in better flavoured tea and fully aromatic coffee.
And also provides delicious water for daily consumption.

SPECIFICATIONS

Flow rate: 60ℓ/h.
Min-Max nominal pressure: 2-8 bar.
Flow rate pressure: 1.2 bar.
Approximate pressure loss: 0.5 bar.
Operating temperature: 4-30°C.
Capacity: S/V/M/XL - 1 200ℓ/2 500ℓ/3 800ℓ/6 100ℓ.
Dimensions: S/V/M/XL - 385/445/500/527(h) mm
(incl. head).
Shipping weight: 0.9/2.1/2.4/3.8 kg.

Option

S-Small

XL- Xtra Large

Capacity

12 000ℓ

40 000ℓ

Capacity

R2 250

R6 500

R.S.P.

Cost per litre

R0.19

R0.17

Product Code

BWT023

BWT024

R.S.P.
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Option

Complete 3 stage system with filters, installation kit
and faucet. 1 x 5 micron sediment filter. 1 x Ecomix
D37 cartridge. 1 x Coconut shell carbon filter.
Simple installation and replacement of filters.

BENEFITS

Water softening (removes calcium), removes sediment,
chlorine and heavy metal contaminants. Removes
lime scale. Easy connection. Standard 10“ cartridges
can be changed to suit local water conditions.

SPECIFICATIONS

Suitable for use with any Standard 10" cartridge.
5 micron sediment filtration.
Ecomix D37 cartridge advanced softening.
CTO coconut shell carbon filter.
Housings made of pure European food grade plastic.
Flow capacity: 60ℓ/h.
Connections: 1/2“.
Min-Max inlet pressure: 2-6 bar.
Dimensions: 420(h) x 370(w) x 150(d) mm.
Shipping weight: 4/4.15 kg.

S- Small

V- Medium

M-Large

XL- Extra Large

1 200ℓ

2 500ℓ

3 800ℓ

6 100ℓ

R1 800

R2 100

R2 600

R3 500

Cost per litre

R1.50

R0.84

R0.68

R0.57

Cost per litre

Product Code

BWT030

BWT031

BWT032

BWT033

Product Code

Prices are correct as of March 2020, but may vary due to exchange rate fluctuations. Latest prices can be obtained from our website.

Includes 5 Micron Polyprop sediment filter,
Ecomix replacement filter-softening and
a coconut shell carbon block.

BENEFITS

Softens water, removes chlorine, heavy metals and other
contaminants. Prevents lime scale build up in appliances.

SPECIFICATIONS

Suitable for use with any Standard 10“ housing.
5 micron sediment filtration.
Ecomix D37 Cartridge advanced softening.
CTO coconut shell carbon filter.
Flow capacity: 60ℓ/h.
Replace every 6-12 months.

Option

-

Option

Capacity

-

Capacity

9 500ℓ

R.S.P.

R375

R.S.P.

R1 699
WUC019

Standard

Cost per litre

R0.25

Product Code

WFC284

Return to Contents Page

19

DOMESTIC FILTRATION | UNDER COUNTER PURIFIERS

Ecosoft Standard 5-Stage
Reverse Osmosis Filter

Ecosoft Standard 6 Stage
Reverse Osmosis System

Ecosoft P'ure Balance
6-Stage Reverse Osmosis

190LPD - 50GPD

190LPD - 50GPD - With Mineralisation
- Pump on metal rack

280LPD - 75GPD - With Mineralization

Ecosoft Pressure
Booster Pump for
P'ure System

FEATURES

FEATURES

FEATURES

FEATURES

5-stage reverse osmosis filtration includes tank
and faucet (without pump). Delicious taste thanks
to coconut shell carbon filter. All systems and
components are tested and approved for domestic
application. 7.9ℓ of drinking water per hour.

BENEFITS

Delicious tasting water. Removes 99.9% of impurities
as well as odours, flavours and viruses. Manufactured
using only European food grade materials.

SPECIFICATIONS

7.9ℓ/h of drinking water.
190ℓ per day.
Simple installation.
Min-Max inlet pressure: 3-6 bar.
Connections: 1/2“.
Total volume of storage tank: 12ℓ.
Warranty: 12 months.
Includes faucet.
Dimensions: 420(h) x 410(w) x 150(d) mm.
Shipping weight: 7/8.75 kg.

Option

Standard

With Pump

Capacity

34 000ℓ

34 000ℓ

R.S.P.

R3 750

R3 995

Cost per litre

R0.11

Product Code

WUC028

20

WUC029

6-stage RO system. Designed for low-pressure water
systems. 7.9ℓ of drinking water per hour. Pump on a metal
rack. Includes a calcium and magnesium mineralisation
cartridge. Made only from European food grade materials.

BENEFITS

Delicious tasting water due to DOW Filmtec membrane
and high quality activated filters. Removes 99.9% of
impurities as well as bad odours, flavours and viruses.
Adds calcium and magnesium. Cost effective to run,
stable and simple to maintain.

SPECIFICATIONS

Suitable for low-pressure feeds.
Includes a metal rack.
6-stages of purification (incl. mineralization).
Capacity: 7.9ℓ/h.
Min-Max inlet pressure: 2-5 bar.
Connections: 1/2“.
12ℓ storage tank.
Simple installation.
12-month warranty.
Dimensions: 485(h) x 410(w) x 195(d) mm.
Shipping weight: 11.95/13.70 kg.

Option

With Pump

Capacity

35 000ℓ

R.S.P.

R4 995

5-Stage RO system. (Dow filmtec membrane) 280ℓ per
day (75GPD). High quality activated carbon filters. Plus
a calcium and magnesium mineralisation filter. Can be
installed vertically or horizontally. Tested and approved
for domestic installation. Includes plastic pressure
tank and faucet, without pump. Includes a dual handle
faucet for purified and mineralised water selection.

BENEFITS

Delicious tasting water due to DOW Filmtec membrane
and high quality activated filters. Removes 99.9% of
impurities as well as bad odours, flavours and viruses.
Adds calcium and magnesium. Cost effective to run.

SPECIFICATIONS

12ℓ/h of drinking water.
280ℓ per day.
DOW Filmtec membrane element.
Dual-handle ball valve faucet.
Simple installation.
Waranty; 36 months.
Dimensions: 310(h) x 440(w) x 195(d) mm.
Shipping weight: 8.75/10.5 kg.

Recommended for use if water pressure is below
3 bar or unstable. Kit contains all necessary elements
for connection and sensors for automatic switching
on and off of pump. Fits any Reverse Osmosis Filter.

BENEFITS

Suitable for use with filters and R.O. systems from other
manufacturers. 30-50% of water economy. Simple
installation, with a step by step installation manual.

SPECIFICATIONS

Min-Max inlet pressure: 2-4.5bar/unstable.
Voltage required: 230V.
Dimensions: 120 mm(h) x 350(w) x 180(d) mm.
Shipping weight: 3.45/3.74 kg.

Option

Standard

Option

Capacity

45 000ℓ

Capacity

R.S.P.

R4 525

R.S.P.

Cost per litre

R0.14

Cost per litre

R0.10

Cost per litre

Product Code

WUC026

Product Code

WUC027

Product Code

Prices are correct as of March 2020, but may vary due to exchange rate fluctuations. Latest prices can be obtained from our website.

Standard

R2 250
WUS114
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Ecosoft R.O. Cartridge
Replacement Set 1-2-3

Ecosoft R.O. Cartridge
Replacement Set 1-2-3

Ecosoft Residential Reverse
Osmosis Membrane Element

Single 10“ Under Counter
Replaceable Cartridge Kit

5 micron Sediment Filter + GAC Filter
+ 1 micron Sediment Filter

5 micron Sediment Filter + GAC Filter
+ CTO Coconut Shell Carbon Filter

280LPD - 75GPD

With push-fit connectors and faucet*

FEATURES

FEATURES

FEATURES

FEATURES

BENEFITS

BENEFITS

Water efficient and cost effective. Stable high-quality
purified water. Reliable membrane elements which deliver
consistent performance. Can be replaced using
a standard 50GPD membrane.

Economy under-sink purifier, allows a choice of cartridge
to suit local water conditions and budget. Housing is
compatible with all standard 10“ filters and housings.
Easy DIY installation under your sink.

SPECIFICATIONS

SPECIFICATIONS

Standard 10“ 5 micron sediment filter.
Granular activated coconut shell (GAC)
cartridge. Standard 1 micron sediment filter.

BENEFITS

5 micron sediment filter. Coconut Shell Granular Activated
Carbon (GAC) cartridge and activated carbon block.

BENEFITS

Double sediment filtration. Fits R.O. systems
from other manufacturers.

Sediment filtration, enhanced Chlorine removal
and water polish. Maximum efficiency for
water with a high chlorine content.

SPECIFICATIONS

SPECIFICATIONS

Compatible with all Standard 10” housings.
RECOMMENDED: change every 3 months
(regardless of volume).

Option

Cartridge 3 Pack

Capacity

R.S.P.

22

Option

Cartridge 3 Pack

Capacity

R220

Cost per litre
Product Code

Compatible with all Standard 10” housings
from other manufacturers.
RECOMMENDED: change every 3
months (regardless of volume).

R.S.P.
Product Code

Stabilized salt rejection: 97% @ 250ppm.
Minimum salt rejection: 95%.
Softened tap water: 25°C.
Applied pressure: 3.4 bar.
Average permeate: 12ℓ/h.
Dimensions: 297(h) x 45(d) mm.

Option
Capacity

R265

Cost per litre
WFC285

Industry leading membrane flat sheet from the USA.
Up to 20% higher flow rate than competitive products.
Individually tested and sealed.

WFC288

Prices are correct as of March 2020, but may vary due to exchange rate fluctuations. Latest prices can be obtained from our website.

R.S.P.

Membrane
-

R650

Assembled and pressure tested. Includes lever style faucet,
and all connections required for installation. Suitable for
municipal water installations.

The purifier includes a Standard 10” housing, lever-style
faucet, full instructions and all fittings needed for an easy DIY
undersink installation. This purifier is only suitable for areas or
applications with low sediment content in the water. If high
sediment is present, ask your H2O International SA Consultant
to recommend a sediment filter which can be easily installed
before the purifier.
*Excludes cartridge.

Option
Capacity

R.S.P.

Complete kit excl. cartridge
-

R1 099

Cost per litre

-

Cost per litre

-

Product Code

WFC287

Product Code

WUA110

Return to Contents Page
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Double 10“ Under Counter
Replaceable Filter Unit

Installation Kit for 10“
Under Counter Units

CTP Chlora Plus CL+

US4 55 Purifier

Inline Purifier 27 750ℓ

66 000ℓ Water Purifier

FEATURES

FEATURES

FEATURES

With 5 micron sediment filter *Excludes
purification cartridge and installation fittings

FEATURES

Neatly installed under your sink and connected
to water supply. 10″ Replaceable cartridge system
– Easy maintenance. Specifically designed for use
with bacteriologically safe municipal water. Includes
5 micron sediment filter.

BENEFITS

Under counter, neat installation. Convenient and space
saving, good for homeowners. Ideal for feeding multiple
points e.g. fridge, ice machine or faucet. Replaceable
cartridge – easy maintenance. Very cost effective 10″
housings – large variety of cartridges available.

Lead free components. Easy Installation. 1/4″ fittings.
Includes: Feed Connector. Pressure Regulating Valve.
All fittings and 6 mm piping. Classic purifier faucet.

BENEFITS

Cost effective, easy DIY installation. H2O/BWT quality
assurance on all components. Environmentally friendly.

SPECIFICATIONS

1/4“ fittings, PRV, all fittings, 6 mm piping
and classic purifier faucet.

R.S.P.

Assembled Manifold & 5 micron sed.
-

R1 299

High Capacity 27 750ℓ. Designed for chloramine removal.
Can be installed as counter top or in-line under counter
purifier. Achieves 37 000ℓ in non-chloramine environment.
Bacteriostatic. Ideal for large households, offices
and restaurants.
Max Capacity: 27 750ℓ.
Average longevity: 18-36 months.
Max flow rate: 3.8ℓ/min.
Purification media: 5 micron filter pad (on inlet and outlet).
Propriety blend of KDF, sinted granular activated coconut
shell carbon, silver impregnated granular activated
carbon and Riolyte.
Sealed construction – Single use.
Dimensions: 292(h) x 102(w) mm.
Shipping weight: 2.1 kg.
Made in the USA.

Dual 10″ housing – Replaceable cartridge system.
Warranty: 12 months.
Dimensions: 305(h) x 279(w) mm.
Shipping weight: 4.5 kg.
*Excludes purification cartridge,
installation kit and faucet.

Capacity

BENEFITS

SPECIFICATIONS

SPECIFICATIONS

Option

Sinted coconut shell granular activated carbon/
KDF/Riolyte media bed. Silver impregnated Granular
Activated Carbon, Bacteriostatic. Compact unit.
Comes with quick fit connectors.

Option
Capacity

R.S.P.

Connector/pipe/P.R.V./Faucet
-

R900

Option

1

Coconut shell granular activated carbon/KDF/Riolyte H2O
under-counter water purifiers are attached to the cold water
supply. The US4-S is a top of the range, high capacity/high flow
under counter water purifier that can be connected directly
to your existing tap or mixer. Specifically designed for use with
bacteriologically safe municipal water. Bacteriostatic – prevents
bacteria growth. Removes hundreds of contaminants, improves
taste and colour, eliminates odours. Pro-rata warranty 36 months.

BENEFITS

High flow, high capicity for the removal of chlorine and other
contaminants. Under-counter, neat installation, convenient and
space saving. Suitable for feeding multiple points e.g. fridge,
ice machine and tap - very high capacity and cost effective.
For homes offices and light commercial use.

SPECIFICATIONS

3/8" x 10 mm fittings.
Max capacity (main cartridge): 66 000ℓ.
Average longevity (main cartridge): 36–48 months.
Max flow rate: 7.6ℓ/min.
Purification cartridge media: 5 micron filter pad,
KDF 55, coconut shell granular activated carbon, silver
impregnated granular activated carbon and Riolyte.
Dimensions: 356(h) x 279(w) mm.
Shipping weight: 5.1 kg.
*Excludes faucet.

Option

Sealed Cartridge

Capacity

27 750ℓ

Capacity

66 000ℓ

R.S.P.

R2 795

R.S.P.

R3 495

Cost per litre

-

Cost per litre

-

Cost per litre

R0.10

Cost per litre

R0.05

Product Code

WNA002

Product Code

WNA004

Product Code

WFC039

Product Code

WFC007
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US4 Chlora Plus (CL+)

US4 55 Purifier

US4 Chlora Plus (CL+)

45 000ℓ Water Purifier
for chloramine removal*

132 000ℓ Water Purifier*

90 000ℓ Water Purifier
for chloramine removal

FEATURES

FEATURES

Sinted carbon/KDF/Riolyte. Deep media bed. High capacity,
high flow rate. Designed specifically for the removal of
chloramines, which are sometimes used instead of chlorine
to treat municipal tap water. Bacteriostatic, quick push fittings.

BENEFITS

High flow 7.6ℓ/Min. High capicity 45 000ℓ. Specifically
designed for chloramine removal. Extended contact time.
Prevents bacteria growth. Acheives 66 000ℓ in non chloramine
environment. Connects directly to your existing tap. Removes
hundreds of contaminants. Improves taste and colour of water
and eliminates odours. Pro rata warranty 36 months.

SPECIFICATIONS

Capacity: 45 000ℓ or 66 000ℓ
in non-chloramine environments.
Fittings 3/8“ or 10 mm.
Flow rate: 7.6ℓ/min.
Longevity: 36 months.
Dimensions: 356(h) x 279(w) mm.
Shipping weight: 5.1 kg.
Made in the USA.
*Pre-filtration is recommended
to be installed with this unit.
*Excludes faucet.

Coconut shell granular activated carbon/KDF/Riolyte H2O
under-counter water purifiers are attached to the cold water
supply. The US4-S is a top of the range, high capacity/high flow
under counter water purifier that can be connected directly to
your existing tap or mixer. Specifically designed for use with
bacteriologically safe municipal water. Bacteriostatic – Prevents
bacteria growth. Removes hundreds of contaminants, improves
taste and colour, eliminates odours. Pro-rata warranty 36 months.

BENEFITS

High flow, high capicity for the removal of Chlorine and
other contaminants. Under-counter, neat installation,
convenient and space saving. Suitable for feeding multiple
points e.g. fridge, ice machine - very high capacity, cost
effective. For homes offices and light commercial use.

SPECIFICATIONS

3/8" x 10 mm fittings.
Max capacity: 132 000ℓ.
Average longevity: Minimum of 36 months.
Max flow rate: 7.6ℓ/min.
Purification cartridge media: 5 micron filter pad, KDF 55,
coconut shell granular activated carbon, silver impregnated
granular activated carbon and Riolyte.
Dimensions: 419(h) x 260(w) mm.
Shipping weight: 6.0 kg.
*Excludes faucet.

Option

Sealed Cartridge

Option

Capacity

45 000ℓ/66 000ℓ

Capacity

132 000ℓ

R.S.P.

R4 795

R.S.P.

R3 995

Sealed Cartridge

FEATURES

Sinted carbon/KDF/Riolyte. Deep media bed. High capacity,
high flow rate. Designed specifically for the removal of
chloramines, which are sometimes used instead of chlorine to
treat municipal tap water. Bacteriostatic, quick push fittings.

BENEFITS

High flow 7.6ℓ/Min. High capicity - 90 000ℓ. Specifically
designed for chloramine removal. Extended contact time.
Prevents bacteria growth. Acheives 132 000ℓ in non chloramine
environment. Connects directly to your existing tap. Removes
hundreds of contaminants. Improves taste and colour of
water and eliminates odours. Pro rata warranty 36 months.

Faucet Installation Kit
for US4
With Faucet

FEATURES

US4 Faucet installation kit, mains connector,
P.R.V piping, faucet ad connectors included.

BENEFITS

All items comply with U.S and European standards.
Required for initial installment.

SPECIFICATIONS

Lead free.
Pressure valve preset.
Recommended 10 1/4" port.
Incl. housing and sediment filter.

SPECIFICATIONS

Capacity: 90 000ℓ or 132 000ℓ
in non-chloramine environments.
Fittings: 3/8“ or 10 mm.
Flow rate: 7.6ℓ/min.
Longevity: 36 months.
Dimensions: 419(h) x 260(w) mm.
Shipping weight: 6.0 kg.
Made in the USA.
*Pre-filtration is recommended
to be installed with this unit.
*Excludes faucet.

Option
Capacity

R.S.P.

Sealed Cartridge
90 000ℓ/132 000ℓ

R5 995

Option

R.S.P.

Cost per litre

R0.09

Cost per litre

R0.04

Cost per litre

R0.07

Cost per litre

Product Code

WFC049

Product Code

WFC006

Product Code

WFC038

Product Code

26

Prices are correct as of March 2020, but may vary due to exchange rate fluctuations. Latest prices can be obtained from our website.

Faucet Kit

Capacity

R1 195
WUA111
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Installation Kit for US4
Inline

DRINKING WATER FILTER

Compelling reasons
to purify your
drinking water

P’URE BALANCE

FEATURES

Inline installation kit US4 - without faucet.

BENEFITS

All items comply with U.S and European standards.

SPECIFICATIONS

Lead free components.
P.R.V. factory preset.

Innovative product that unites natural processes with Ecosoft's
cutting edge technology

AquaSpring technology makes water fresh, tasty and healthy
thanks to natural balance of calcium and magnesium minerals

HEAVY METALS
Option

Inline kit

Capacity

R.S.P.

R999

Cost per litre
Product Code

WUA112

Exposure to toxic heavy
metals like lead, mercury and
arsenic have been shown
to cause organ and nervous
system damage, cancer and
stunted development.

AquaGreen technology is economical and environmentally-friendly:
• saves up to 20 000ℓ of water per year*

Reverse osmosis technology ensures the water is safe even for kids

Pure and refreshing water right in your kitchen has never been easier

Add taste and comfort to your life with P’URE Balance

28
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lters for home
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BWT Protector 3/4“
Point of Entry Filter

E1 Single-Lever HWS
Cartridge Filter
Point of Entry Filter

WATER TREATMENT
SOLUTIONS
SOURCE

Municipal or borehole

2

1

PRE-FILTRATION
•
•
•
•

Sediment removal
Backwash automatic/manual
Typically once daily
90 micron

Water meter

FEATURES

Our award-winning range of products are easy to use
and guarantee that every tap dispenses the purest water.
Cost efficient backwash filter for the filtration of drinking and
service water. The product traps the foreign contaminants
that are larger than 30 and 100 microns and filters them out.
Filtered water, free from suspended particles, like sand,
silt and rust, flows into your kitchen, bathroom and
every tap outlet.

FEATURES

Brass head and high tec materials. 1 way/non return valve.
Replaceable filter. Eco-friendly. Hygienic. Extended
product lifespan. HACCP food safety standard.

BENEFITS

Comfortable mounting with connection threads.
Reliable protection and prevention of foreign particles in
drinking and mains water. Low operating and investment
cost. No technical knowledge is required to replace a
BWT POE Water Filter. BWT’s Protector BW backwashing
feature allocates a longer life to your POE water filter
and ensures excellent drinking water. The backwashing
feature reverses the water flow and flushes out the
accumulated sediments. Ensures longevity of appliances.

Filters and protects entire domestic and industrial water
installation from foreign particles such as rust, silt and
sand therefore reduces the risk of mold and bacteria,
and extends the life of appliances. Built in non-return
valve, pressure gauge and pressure reducing valve.
Protects against harmful hammer effects. No technical
knowledge is required to replace a BWT POE Water Filter.
Eco friendly and hygienic. Simple no splash,
30 second cartridge change.

SPECIFICATIONS

SPECIFICATIONS

Installed directly at point of entry.
Min-max flow rate: 3m³/h–3.63m³/h.
Available in 100 and 30 micron.
Nominal connection: DN 20 mm (3/4“).
Nominal pressure: 16 bar. Warranty: 10 years
Min-max water temp: 5-35°C.
Dimensions: 199(w) mm with connector, 100(w) mm without
connector. Shipping height (incl. cartridge): 567 mm.

Option

1

Option

1

Capacity

-

Capacity

-

R.S.P.

R2 200

• For suspended solids, colour,
taste, odour, metals, etc.
• Backwash auto/manual
• Typically once daily

As the first single lever of its kind, the E1 earned the
“2013 Product of the Year” award. It’s innovatively
manufactured to sanitation and handling. Easy to install
and requires no specialist expertise to replace.

BENEFITS

Min-Max operating pressure: 2-16 bar.
Nominal connection width: DN 20 mm (3/4“).
Backwash filter. Filter size: 1”.
Micron rating: 90 and 30 micron.
Flow rate: 3.5m³/h.

MULTI-MEDIA
FILTRATION

R.S.P.

3

SOFTENING

5

• If hardness > 200 mg/ℓ
• Utilize salt for regeneration
• Regenerate on volume

JUG

• Mineralization

R5 500

Cost per litre

-

Cost per litre

-

Product Code

BWT068

Product Code

BWT066

4

UNDERCOUNTER
• Final barrier
• Drinking water

30
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Softening and
Conditioning
Water Softeners and Scale Inhibitors

32
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Domestic Aquadial 15

Domestic Aquadial 25

Domestic Bewamat 75A

Water Softener

Water Softener

Water Softener

Commercial and
Industrial Rondomat
Duo 3

FEATURES

FEATURES

FEATURES

BENEFITS

BENEFITS

BENEFITS

Contemporary, compact design, smart computerized
regeneration management for maximum performance.
Soft water – Economic solution requiring less space,
perfect for residential units. The perfect feeling
of wellness, protection and comfort.
Simplex, volumetric water softener of compact design.
Fully automatic. Compact design. Volumetric regeneration.
Easy settings input. Ideal for domestic and HORECA applications.

SPECIFICATIONS

Nominal connection (outside thread) BSP DN 20: 3/4“.
Nominal flow rate EN 14743: 1 680ℓ/h. Nominal pressure PN: 4
bar. Min-max operating pressure EU: 1 - 8 bar. Min-max operating
pressure UK: 1.7-5.0 bar. Pressure drop down at nominal flow
in accordance with EN 14743: 1.0 bar.
Quantity of ion-exchange resin: 15. Salt reservoir capacity: 24 kg.
Salt consumption per regeneration: 3.0 kg. Water consumption
per regeneration: 145ℓ. Protection class: IP 51.
Min-max water temperature: 5-30°C.
Min-max ambient temperature: 5-40°C.
Electrical connection: 230V/50Hz.
Dimensions: 602(h) x 270(w) x 480(d) mm.
Connection height: (A)/Overflow height (S): 675/ 540 mm.
Operating weight: approx. 70 kg.
Manufactured in the United Kingdom.

Contemporary, compact Design, Smart Computerized
Regeneration Management for maximum performance.
Soft Water – Economic solution requiring less space,
perfect for residential units. The perfect feeling
of wellness, protection and comfort.
Simplex, volumetric water softener of compact design.
Fully automatic. Compact design. Volumetric
regeneration. Easy settings input. Ideal for
domestic and HORECA applications.

SPECIFICATIONS

Nominal connection (outside thread) BSP DN 20: 3/4“.
Nominal flow rate EN 14743: 1 680ℓ/h. Nominal pressure
PN: 4 bar. Min-max operating pressure EU: 1.0-8.0 bar.
Min-max operating pressure UK: 1.7-5.0 bar. Pressure drop
down at nominal flow in accordance with EN 14743: 1.0 bar.
Quantity of ion-exchange resin: 15. Salt consumption per
regeneration: 3.0 kg. Water consumption per regeneration:
145ℓ. Protection class: IP 51.
Min-max water temperature: 5-30°C.
Min-max ambient temperature: 5-40°C.
Electrical connection: 230V/50Hz.
Dimensions: 602(h) x 270(w) x 480(d) mm.
Connection height: (A)/Overflow height (S): 675/ 540 mm.
Operating weight: approx. 70 kg.
Manufactured in the United Kingdom.

Intelligent volume/quantity dependent regeneration and
adjustable integrated hygienisation function. Fully automatic
simplex softening. Disinfects the ion exchange resin during
regeneration. Spring-loaded non-return valves protect all
water connections. Compact design. Smart regeneration.

FEATURES

Quantity dependant controlled soft water pendular unit,
with soft water short cycle generator, intelligent control
electronics with control head and control device with ZLTconnection. Individual setting of raw water hardness at the
press of a button. No additional system or pipe partition
required. Regen ends shortly before switching cycle.

Cares for your skin, hair and body. Prevents scale deposits in hot
water systems and appliances. Simplex, volumetric water softener
with smart regeneration, fully automatic and programmable. Suitable
for domestic use. User-friendly settings menu. Resin disinfection.
Complies with all relevant national and international standards.

BENEFITS

SPECIFICATIONS

SPECIFICATIONS

Nominal connection width DN 32: G 1 1/4“ external threads.
Nominal pressure PN: 10 bar. Min-max operating pressure: 2.5-8.0
bar. Nominal flow according to EN 14743: m3/1.8h. Pressure loss
for nominal flow: 1.0 bar. Max flowrate: m3/2,5h. Regenerative
consumption per regeneration: approx. 3.5 kg. Regenerative
water requirement: approx. 128ℓ. Quantity of resin: 21ℓ. Max. supply
of regenerative: 50 kg. Power supply: 230V/50Hz. Power: 20W.
Unit voltage 18V ~. Max permissible voltage peaks: 1KV. Protection
class: IP 53. Water temperature: 5-30°C. Ambient temperature:
5-40°C. Humidity: non-condensing. Dimensions: D1 1090/D2 390(h)
x 460/560(w) mm. Connection: 960(h) mm. Overflow: S 650(h) mm.
Connection: 60(w) mm. Min sewage system connection: DN 50.
Approx. operating weight: 100 kg.
Production number: 6-501157.

Space saving. Integrated germ/bacteria protection system.
Short and fast regen, optimal salt and flushing water
consumption, independant of the prescribed
water pressure.
Nominal Pressure: 10 bar.
Min-max operating pressure: 2.5-8.0 bar.
Min flow pressure: 2.5 bar.
Mains connection: 230V/50-60Hz.
Safety class: IP54.
Water temperature: 25°C.
Ambient temperature: 30°C, or 30/40°C for industry.
Connection: 1“ male.
Nominal flow rate: 3.0ℓ/h at 1 bar pressure drop.
Salt consumption per regeneration: 3.4 kg.
Dimensions: 880(h) x 900(d) x 1200(w) mm.

Option

15

Option

25

Option

1

Option

1

Capacity

-

Capacity

-

Capacity

-

Capacity

-

-

Price on
Application

Price on
Application

R.S.P.

R12 500

R.S.P.

R15 000

R.S.P.

R23 000

Cost per litre

-

Cost per litre

-

Cost per litre

-

Product Code

BWT060

Product Code

BWT061

Product Code

BWT062

34

Prices are correct as of March 2020, but may vary due to exchange rate fluctuations. Latest prices can be obtained from our website.

R.S.P.

2

Cost per litre

-

-

Product Code

BWT160

BWT161
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Cartridges, Filtration Media,
Accessories and Spares
Cartridges and Filters
Domestic
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Ecosoft PP
Meltblown Sed 10“

Ecosoft Bacteriostatic
Meltblown Sed 10“

Ecosoft String
Wound Sed 10“

Ecosoft PP Meltblown
Sed BB10

5 micron + 1 micron

5 micron

5 micron

5 micron

FEATURES

FEATURES

FEATURES

FEATURES

BENEFITS

BENEFITS

Fits any standard 10“ housing. Polypropylene material.

BENEFITS

Removes silt, dust, rust and other particles. Extends
the capacity of other purifier cartridges installed.

SPECIFICATIONS

Filtration capacity: 10ℓ/min.
5 micron.
Dimensions: 254(h) x 63.5(w) mm.

Option
Capacity

R.S.P.

5 micron

Bacteriostatic - prevents contamination of the
filter and build up of biofilm/slime. Fits any
standard 10“ housing. Polypropylene material.

BENEFITS

Removes silt, dust, rust and other particles. Extends
the capacity of other purifier cartridges installed.
Prevents bacteria build up.

SPECIFICATIONS

Filtration capacity: 10ℓ/min.
5 micron.
Dimensions: 254(h) x 63.5(w) mm.

1 micron

3 - 6 months, depending on 3 - 6 months, depending on
water quality and usage.
water quality and usage.

Option
Capacity

5 Micron
3 - 6 months, depending on
water quality and usage.

Fits any standard 10“ housing. Polypropylene string
material. Best suited for high sediment areas. Depth filter.
Removes silt, dust, rust and other particles. Extends
the capacity of other purifier cartridges installed.
High dirt holding capacity.

SPECIFICATIONS

Filtration capacity: 8ℓ/min.
Dimensions: 254(h) x 63.5(w) mm.

Option
Capacity

1
3 - 6 months, depending on
water quality and usage.

Compatible with all 10“ and 20“ Big Blue Housings.
Porous Polypropylene material.
Removes silt, dust, rust and other particles. Extends
the capacity of other purifier cartridges installed.

SPECIFICATIONS

Dimensions: 254(h) x 114.3(w) mm
and 254(h)/508(h) x 114.3(w) mm.
Filtration rate: 15ℓ/min.

Option
Capacity

10“
3 - 6 months, depending on
water quality and usage.

R55

R55

Cost per litre

-

-

Cost per litre

-

Cost per litre

-

Cost per litre

-

Product Code

WFC272

WFC274

Product Code

WFC273

Product Code

WFC275

Product Code

WFC278

38

R.S.P.

R110

Prices are correct as of March 2020, but may vary due to exchange rate fluctuations. Latest prices can be obtained from our website.

R.S.P.

R80

R.S.P.

R180
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Ecosoft PP Meltblown
Sed BB20

Spun Polyprop
Depth Sed 10“

Spun Polyprop
Depth Sed BB10

5 micron

5 micron - 1 micron

0.2 micron - 1 micron - 5 micron

FEATURES

FEATURES

FEATURES

BENEFITS

BENEFITS

Compatible with all 10“ and 20“ Big Blue Housings.
Porous Polypropylene material.
Removes silt, dust, rust and other particles. Extends
the capacity of other purifier cartridges installed.

SPECIFICATIONS

Dimensions: 254(h) x 114.3(w) mm.
and 254(h)/508(h) x 114.3(w) mm.
Filtration rate: 15ℓ/min.

Option
Capacity

R.S.P.

20“
3 - 6 months, depending on
water quality and usage.

-

Product Code

WFC282

Compatible with all 10“ Big Blue Housings. Polypropylene
spun material, nominal filtration down to 0.2 micron,
Graded density - higher dirt holding capacity.

Removes silt, dust, rust and other particles. Graded density
increases particle retention Extends the capacity of other
purifier cartridges installed. Up to 5 times the regular
filter capability.

BENEFITS

SPECIFICATIONS

Maximum flow rate: 10ℓ/min.
Dimensions: 254(h) x 114.3(w) mm.

Maximum flow rate: 19ℓ/min.
Dimensions: 254(h) x 63.5(w) mm.

Option

Capacity

R290

Cost per litre

40

Fits any standard 10“ housing. Polypropylene spun material.
Graded density filter - allows better particle retention.

5 micron
3 - 12 months,
depending on water
quality and usage.

1 micron
3 - 12 months,
depending on water
quality and usage.

Ecosoft
Carbon Block 10“

SPECIFICATIONS

Capacity

Filtration rate: 1ℓ/min.
Filtration rating: 10 micron.
Dimensions: 254(h) x 63.5(w) mm.

0.2 micron

1 micron

5 micron

3 - 12 months,
depending on
water quality
and usage.

3 - 12 months,
depending on
water quality
and usage.

3 - 12 months,
depending on
water quality
and usage.

R125

R145

R580

R715

R695

-

-

Cost per litre

-

-

-

Product Code

WFC101

WFC102

Product Code

WFC103

WFC104

WFC105

Prices are correct as of March 2020, but may vary due to exchange rate fluctuations. Latest prices can be obtained from our website.

R.S.P.

BENEFITS

SPECIFICATIONS

Cost per litre

R.S.P.

Fits any standard 10“ housing, 100% coconut shell
granular activated carbon in unique block structure.
Reduces sediments larger than 1 micron. Removes chlorine
and organic contaminants. Reduces concentration of heavy
metals and pesticides. Improves the colour, odour
and taste of water.

Removes silt, dust, rust and other particles. Extends
the capacity of other purifier cartridges installed.

Option

FEATURES

Option
Capacity

10“
15 000ℓ, Replace
every 3 - 6 months

R.S.P.

R99

Cost per litre

R0.01

Product Code

WFC270

Return to Contents Page
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Ecosoft
Carbon Block BB10

Ecosoft
Carbon Block BB20

CL+ Carbon Block 10“

Ecocarb™
Carbon Block
for RCT Deluxe

FEATURES

FEATURES

BENEFITS

BENEFITS

Fits any standard BB10 housing, 100% coconut shell
granular activated carbon in unique block structure.
Reduces sediments larger than 1 micron. Removes chlorine
and organic contaminants. Reduces concentration of heavy
metals and pesticides. Improves the colour, odour
and taste of water.

SPECIFICATIONS

Filtration rate: 5ℓ/min.
Filtration rating: 10 micron.
Dimensions: 254(h) x 114.3(w) mm.

Option
Capacity

1
25 000ℓ, Replace every
3 - 6 months

Fits any standard BB20 housing, 100% coconut shell
granular activated carbon in unique block structure.
Reduces sediments larger than 1 micron. Removes chlorine
and organic contaminants. Reduces concentration of heavy
metals and pesticides. Improves the colour, odour
and taste of water.

SPECIFICATIONS

Filtration rate: 5ℓ/ min.
Filtration rating: 10 micron.
Dimensions: 508(h) x 114.3(w) mm.

Option
Capacity

1
50 000ℓ, Replace every
3 - 6 months

FEATURES

Fits any standard 10“ housing. Coconut shell catalytic carbon
in unique block structure, specifically designed for
the removal of chloramines.

BENEFITS

Reduces sediments larger than 1 micron. Removes chlorine
and organic contaminants. Reduces concentration of heavy
metals and pesticides. Improves the colour, odour
and taste of water

SPECIFICATIONS

Capacity

Only compatible with the RCT Deluxe Countertop
purifier. 100% coconut shell‚ green carbon in unique
block structure. Manufacturing process completed
with limited emissions, WQA Gold Seal Certified.

BENEFITS

Reduces sediments larger than 1 micron. Removes chlorine
and organic contaminants. Reduces concentration of heavy
metals and pesticides. Improves the colour, odour
and taste of water.

SPECIFICATIONS

Max filtration rate: 3.7ℓ/min.
Filtration rating: 1 micron.
Dimensions: 254(h) x 63.5(w) mm.

Option

FEATURES

Filtration rate: 1ℓ/min.
Filtration rating: 1 micron.
Dimensions: 241(h) x 63.5(w) mm.

1
7 500ℓ, Replace every
3 - 6 months

Option
Capacity

1
9 500ℓ, Replace every
3 - 6 months

R.S.P.

R299

R.S.P.

R525

R.S.P.

R795

R.S.P.

Cost per litre

R0.01

Cost per litre

R0.01

Cost per litre

R0.10

Cost per litre

R0.03

Product Code

WFC277

Product Code

WFC280

Product Code

WFC012

Product Code

WFC009
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R300
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Ecosoft
GAC Cartridge BB10

Ecosoft
GAC Cartridge BB20

Ecosoft
GAC Cartridge 10“

GAC/KDF
Replacement Cartridge
5 000ℓ / 12 Months

FEATURES

FEATURES

FEATURES

FEATURES

BENEFITS

BENEFITS

BENEFITS

BENEFITS

SPECIFICATIONS

SPECIFICATIONS

SPECIFICATIONS

Compatible with all 10“ Big Blue Housings.
100% granular coconut shell carbon.
Removes chlorine and organic contaminants.
Reduces concentration of heavy metals and pesticides.
Improves the colour, odour and taste of water.
Filtration rate: 10ℓ/min.
Dimensions: 250(h) x 114(w) mm.

Option
Capacity

R.S.P.

Compatible with all 20“ Big Blue Housings.
100% granular coconut shell carbon.
Removes chlorine and organic contaminants.
Reduces concentration of heavy metals and pesticides.
Improves the colour, odour and taste of water.
Filtration rate: 10ℓ/min.
Dimensions: 508(h) x 114(w) mm.

10“
Maximum capacity of 30 000ℓ. 3 - 6 months,
depending on water quality and usage.

R370

Option
Capacity

R.S.P.

Fits any standard 10“ housing. 100% granular
activated coconut shell carbon.
Removes chlorine and organic contaminants.
Reduces concentration of heavy metals and pesticides.
Improves the colour, odour and taste of water.

20“

R550

Option
Capacity

R.S.P.

Reduces economical sediments larger than 1 micron.
Removes chlorine and organic contaminants. Reduces
concentration of heavy metals and pesticides.
Improves the colour, odour and taste of water.

SPECIFICATIONS

Filtration rate: 10ℓ/min.
Dimensions: 254(h) x 63.5(w) mm.

Maximum capacity of 60 000ℓ. 3 - 6 months,
depending on water quality and usage.

Fits any standard 10“ housing. KDF and
granular activated carbon media bed.

Max filtration rate: 3.8ℓ/min.
Filtration rating: 5 micron.
Replacement: 5 000ℓ/12 months.
Dimensions: 254(h) x 63.5(w) mm.
Made in the USA.

1
Maximum capacity of 10 000ℓ. 3 - 6 months,
depending on water quality.

R110

Option
Capacity

R.S.P.

1
Replace every 5 000ℓ
or 12 months

R599

Cost per litre

-

Cost per litre

-

Cost per litre

-

Cost per litre

R0.10

Product Code

WFC279

Product Code

WFC281

Product Code

WFC271

Product Code

WFC520
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CL+ GAC/KDF
Replacement Cartridge

CL+ GAC/KDF
Replacement Cartridge

CL+ GAC/KDF
Replacement Cartridge

GAC/KDF
Replacement Cartridge

8 500ℓ

14 250ℓ - No Riolyte

14 250ℓ

19 000ℓ

FEATURES

FEATURES

FEATURES

FEATURES

BENEFITS

BENEFITS

BENEFITS

SPECIFICATIONS

SPECIFICATIONS

SPECIFICATIONS

Fits any Standard 10“ housing. Bacteriostatic KDF
and granular activated carbon media bed specially
formulated for the removal of chloramines.
Reduces sediments larger than 1 micron. Removes chlorine
and organic contaminants. Reduces concentration of heavy
metals and pesticides. Improves the colour, odour
and taste of water.
Max filtration rate: 3.8ℓ/min.
Filtration rating: 5 micron.
Replacement: 12 - 24 months.
Dimensions: 254(h) x 63.5(w) mm.
Made in the USA.

Option
Capacity

Fits any standard 10“ housing. Bacteriostatic KDF and
granular activated carbon media bed specially formulated
for the removal of chloramines in areas with hard water.
Reduces sediments larger than 1 micron. Removes chlorine
and organic contaminants. Reduces concentration of heavy
metals and pesticides. Improves the colour, odour
and taste of water.
Max filtration rate: 3.8ℓ/min.
Filtration rating: 5 micron.
Replacement: 12 - 24 months.
Dimensions: 254(h) x 63.5(w) mm.
Made in the USA.

1
8 500ℓ, Replace every 12 - 24 months

Reduces sediments larger than 1 micron. Removes chlorine
and organic contaminants. Reduces concentration of heavy
metals and pesticides. Improves the colour, odour
and taste of water.

1
14 250ℓ, Replace every 12 - 24 months

Option
Capacity

Fits any standard 10“ housing. KDF 55 and silver impregnated
granular activated carbon and Riolyte media bed.

BENEFITS

Reduces sediments larger than 1 micron. Removes chlorine
and organic contaminants. Reduces concentration of heavy
metals and pesticides. Improves the colour, odour
and taste of water.

SPECIFICATIONS

Max filtration rate: 3.8ℓ/min.
Filtration rating: 5 micron.
Replacement: 19 000ℓ/12-36 months.
Dimensions: 254(h) x 63.5(w) mm.
Made in the USA.

Max filtration rate: 3.8ℓ/min.
Filtration rating: 5 micron.
Replacement: 12 - 24 months.
Dimensions: 254(h) x 63.5(w) mm.
Made in the USA.

Option
Capacity

Fits any standard 10“ housing. Bacteriostatic KDF
and granular activated carbon media bed specially
formulated for the removal of chloramines.

1
14 250ℓ, Replace every 12 - 24 months

Option
Capacity

R.S.P.

R799

R.S.P.

R999

R.S.P.

Cost per litre

R0.09

Cost per litre

R0.10

Cost per litre

R0.08

Cost per litre

R0.z05

Product Code

WFC047

Product Code

WFC046

Product Code

WFC037

Product Code

WFC002
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Prices are correct as of March 2020, but may vary due to exchange rate fluctuations. Latest prices can be obtained from our website.

R1 199

R.S.P.

1
19 000ℓ, Replace every 12 - 36 months

R1 295
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CL+ GAC/KDF
Replacement Cartridge

H2O GAC, Silver &
Ceramic Cartridge 7“

H2O Silver &
Ceramic Cartridge 10“

Ecosoft Softening Resin
Cartridge 10“

FEATURES

FEATURES

FEATURES

FEATURES

BENEFITS

BENEFITS

for RCT Deluxe 14 250ℓ

Only compatible with the RCT Deluxe Countertop purifier.
Bacteriostatic KDF and granular activated carbon media
bed specially formulated for the removal of chloramines.
Reduces sediments larger than 1 micron. Removes chlorine
and organic contaminants. Reduces concentration of heavy
metals and pesticides. Improves the colour, odour
and taste of water.

SPECIFICATIONS

Capacity

R.S.P.

Reduces fine sediments, removes bacteria and other
organic contaminants. Improves the colour, odour
and taste of water.

SPECIFICATIONS

Fits any Standard 10“ housing. Silver impregnated ceramic.
Provides projection against bacteria and fine sediment.

BENEFITS

Reduces fine sediments, moderate bacteria levels
and other harmful chemicals. Improves the taste,
colour and odour of the water.

SPECIFICATIONS

Cartridge contains food grade ion-exchange resin which
reduces water hardness. Fits any standard 2.5” x 10” housing
from any manufacturer. The housing is manufactured using
European food-grade plastic. The filter is designed so
that the water flows from the bottom up, continuously
fluffing up the resin and increasing water contact time.

BENEFITS

Provides pleasant soft water which protects water heating
appliances from scale build up. Gives hot beverages
made with soft water natural taste and aroma. Cares
for your skin, hair and body. Affordable, guaranteed
quality. Maximum utilization of absorption capacity.

Filtration rating: 0.5-0.9 micron.
Dimensions: 254(h) x 63.5(w) mm

Filtration rating: 0.5-0.9 micron.
Dimensions: 230(h) x 57.5(w) mm.

Filtration rate: 3.8ℓ/min.
Filtration rating: 1 micron.
Dimensions: 241.3(h) x 63.5(w) mm.
Made in the USA.

Option

Can be used in various gravity filters. Silver
impregnated ceramic with internal GAC. Provides
protection against bacteria and fine sediment.

SPECIFICATIONS

Maximum filtration rate: 1ℓ/min.
Capacity: 500ℓ/6 months.
Dimensions: 254(h) x 63.5(w) mm.
Shipping weight: 0.4 kg.

1
14 250ℓ, Replace every 12 - 24 months

Capacity

1
Replace every 4 - 6 months

Option
Capacity

1
1 000ℓ, Replace every 6 - 24 months

Capacity

R.S.P.

1
500ℓ, Replace every 6 months

R.S.P.

R139

R.S.P.

R0.09

Cost per litre

R0.01

Cost per litre

R.01

Cost per litre

R0.25

Product Code

WFC048

Product Code

WFC074

Product Code

WFC079

Product Code

WFC276

Prices are correct as of March 2020, but may vary due to exchange rate fluctuations. Latest prices can be obtained from our website.

R149

Option

Cost per litre

48

R1 399

Option

R150
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Ecosoft Iron Removal
Cartridge BB20

H2O GAC/SIC
Cartridge BB20

H2O Flouride Reduction
Cartridge 10“

H2O Inline Replacement
Ultra Filter Cartridge

FEATURES

FEATURES

FEATURES

FEATURES

BENEFITS

BENEFITS

BENEFITS

Fits any standard BB20 housing. A blend of high quality
activated carbon/catalytic sorption material and pH corrector.
Reduces content of iron and its by-products up to 80%.
Removes organic contaminants and pesticides. Suitable
for use in municipal and borehole/well-point applications.

SPECIFICATIONS

Max filtration rate: 5ℓ/min.
Dimensions: 508(h) x 114.3(w) mm.

Option
Capacity

1
10 000ℓ, Replace every 6 months

Fits any standard BB20 housing. 100% coconut
shell silver impregnated carbon.
Removes chlorine and organic contaminants. Reduces
concentration of heavy metals and pesticides. Silver
impregnated carbon inhibits bacteria growth within filter
cartridge. Improves the colour, odour and taste of water.

SPECIFICATIONS

Filtration rate: 5ℓ/min.
Filtration rating: 10 micron.
Dimensions: 508(h) x 114.3(w) mm.

Option
Capacity

Fits any standard 10“ housing. Cartridge contains
Activated Alumina media for advanced fluoride reduction.
Removes flouride present in water. Activated Alumina
can also reduce or remove hydrogen chloride/hydrogen
sulphide/carbon dioxide/inorganic arsenic/alcohols
and ethers.

BENEFITS

SPECIFICATIONS

Particle size cut-off: 0.01 micron.
Dimensions: 230(h) x 57.5(w) mm.

Filtration rate: 1ℓ/min.
Filter rating: 10 micron.
Dimensions: 254(h) x 63.5(w) mm.

1
50 000ℓ, Replace every 6-12 months

Option
Capacity

R1 599

SPECIFICATIONS

Option
Capacity

R.S.P.

1
Replace every 3 months, regardless of water usage

R.S.P.

R749

R.S.P.

R0.07

Cost per litre

R0.05

Cost per litre

R0.40

Cost per litre

-

Product Code

WFC283

Product Code

WFC023

Product Code

WFC024

Product Code

WFC083

Prices are correct as of March 2020, but may vary due to exchange rate fluctuations. Latest prices can be obtained from our website.

R.S.P.

1
4 000ℓ, Replace every 6 - 12 months

Removes bacteria, viruses, cysts and other
extremely fine suspensed particles.

Cost per litre

50

R2 595

Fits any standard Reverse Osmosis membrane housing,
can be incorporated with any under counter
or inline purification system.

R130

Return to Contents Page
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Ecosoft AquaCalcium
Mineralizing Filter

BWT B-Safe Safety Filter

BWT B-Safe
Universal Shower Hose

For Reverse Osmosis

11 350ℓ

FEATURES

Cartridge with mineral composition which enriches water
with calcium. Simulates the natural flow of water through
rocks, constant content of minerals in filtered water.

BENEFITS

Provides pure water enriched with calcium, filtered
water has a fresh, natural and mild flavour. Calcium
enriched water does not form scale in water heating
appliances. Calcium enriched water provides a vital
element for the body. Especially recommended for
adolescents in their growth phase and the elderly.

SPECIFICATIONS

1/4“ fittings.
Dimensions: 254(h) x 63.5(w) mm.

Option
Capacity

R.S.P.

RC Inline
Refrigerator Cartridge

1
Replace every 6 months, reagrdless of water usage

R525

FEATURES

Protects against legionella, bacteria and germs present
in hot water cylinders. Mount between shower hose
and sanitary fitting.

BENEFITS

Highly efficient removal of legionella, amoeba and other
germs which can be present in geysers, taps, showers
and bathrooms.

SPECIFICATIONS

Requires B-Safe Universal shower hose for installation.
Max flow rate: 800ℓ/h.
1/2“ fittings.

FEATURES

For installation with BWT B-Safe Safety Filter.

BENEFITS

B-Safe Filter gives highly efficient removal of
legionella, amoeba and other germs which can be
present in geysers, taps, showers and bathrooms.

SPECIFICATIONS

1/2“ thread.
Hose length: 250 mm.
Can be used for shower or bath.

FEATURES

Sealed inline water purifier cartridge designed for
use with refrigerators, ice machines and plumbed
in water dispensers. KDF/granular activated
carbon media bed/Riolyte media bed.

BENEFITS

Removes chlorine and organic contaminants. Reduces
concentration of heavy metals. Improves the colour,
odour and taste of water.

SPECIFICATIONS

Cartridge includes 1/4“ push fittings for easy installation.
Recommended flow rate: 1.9ℓ/min.

Option

1

Option

1

Option

Capacity

-

Capacity

-

Capacity

R.S.P.

R1 195

R.S.P.

R260

R.S.P.

1
11 350ℓ, Replace every 12 - 24 months

R999

Cost per litre

-

Cost per litre

R0.05

Cost per litre

-

Cost per litre

R0.08

Product Code

WFC286

Product Code

BWT040

Product Code

WFC041

Product Code

WFC040
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CL+ RC Inline
Refrigerator Cartridge

CL+ RC Inline
Refrigerator Cartridge

8 500ℓ

4 500ℓ

Taste and smell the difference
H2O International SA’s Premier Water
Chlora+TM Process media, which
improves the taste and odour of
your water and offers you the

H2O INTERNATIONAL SA

STANDARD

REMOVAL OF HARMFUL
CHEMICALS & CONTAMINANTS
SIGNIFICANTLY REMOVED
SIGNIFICANTLY REDUCED
NOT SIGNIFICANTLY
REMOVED OR REDUCED

FEATURES

Sealed inline water purifier cartridge designed for
use with refrigerators, ice machines and plumbed
in water dispensers. KDF and granular activated
carbon media bed/Riolyte media bed specially
formulated for the removal of chloramines.

FEATURES

Sealed inline water purifier cartridge designed for
use with refrigerators, ice machines and plumbed
in water dispensers. KDF and granular activated
carbon media bed/ Riolyte media bed specially
formulated for the removal of chloramines.

BENEFITS

BENEFITS

SPECIFICATIONS

SPECIFICATIONS

Removes chloramines as well as chlorine and organic
contaminants. Reduces concentration of heavy metals.
Media bed contains Riolyte for added minerals.
Cartridge includes 1/4“ push fittings for easy installation.
Recommended flow rate: 1.9ℓ/min.

Option
Capacity

R.S.P.

1
8 500ℓ, Replace every 12 - 18 months

R1 099

Removes chloramines as well as chlorine and organic
contaminants. Reduces concentration of heavy metals.
Media bed contains Riolyte for added minerals.
Cartridge includes 1/4“ push fittings for easy installation.
Recommended flow rate: 1.9ℓ/min.

Option
Capacity

R.S.P.

1
4 500ℓ, Replace every 9-12 months

R899

Cost per litre

R0.12

Cost per litre

R0.19

Product Code

WFC067

Product Code

WFC066
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CHLORA+TM
PROCESS
MEDIA &
CERAMIC FILTER

CHLORA+TM
PROCESS
MEDIA

TFC
REVERSE
OSMOSIS
MEMBRANE

STANDARD
CARBON BLOCK &
GRANULAR CARBON
FILTERS

YES

YES

NO

YES

YES

YES

NO

YES

CHEMICALS & CONTAMINANTS

Arsenic
Aluminium
Bacteria-e-coli
Barium
Cadmium
Chlorine
Chloramine
Chromium III
Chromium VI
Endrin
Fluoride
Hydrogen Sulphide
Iron
Lead
Lindane
Mercury
Methoxychlor
Nitrate
Radon
Selenium
Silvex 2,4,5 TP
Toxaphene
2,4 - D
THMs
MINERALS RETAINED
Calcium
Magnesium

Return to Contents Page
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Economy T-Style Faucet

3-Way Mixer

T-Style Dual Lever Faucet

T-Style Faucet

FEATURES

FEATURES

BENEFITS

BENEFITS

Brushed Steel

FEATURES

Single lever water purifier faucet. Brass body with
polished chrome finish. Simple, sturdy design. Includes
brass nut, delrin tube insert and sleeve for 1/4“ pipe.
Suitable for all under counter water purifiers.

BENEFITS

The Economy T-Style Faucet is a simple yet stylish tap
designed to be used with all models of under counter
water purifiers. It is slighlty smaller and shorter than the
regualr T-Style Faucet. It has a sturdy, brass body with
polished chrome finish to match any modern kitchen.

SPECIFICATIONS

Hole required for installation: 12 mm in diameter.
Maximum base thickness for installation: 45 mm.
Water inlet: 7/16“ male thread metal tube.

FEATURES

3-Way faucet for regular hot and cold tap water, as well
as purified water. Separate levers for regular tap water
and purified water in one mixer. Separate inlets and internal
pipes – no mixture of purified and regular tap water. High
spout for easy filling of bottles and pots. Space saving
and practical – one faucet for two uses. Available in
a brushed steel finish.

BENEFITS

The 3-Way Mixer is a contemporary styled faucet that
incorporates two separate levers, one for dispensing
regular hot and cold tap water and another for dispensing
purified water. The tap water and purified water are
dispensed from separate nozzles (via separate internal
pipes) housed within the same mixer spout, so that you
have one faucet for two functions, but the tap and purified
water never mix maintaining maximum hygiene and health.

SPECIFICATIONS

Dual rotating lever faucet. Suitable for hot and cold or
ambient and cold application. Brass body with polished
chrome finish. Wide spout for easy filling of bottles and
pots. Simple, sturdy design. Includes 2 x brass nuts,
delrin tube inserts and sleeves for 1/4“ pipe.
The T-Style Dual Lever Faucet is designed to be used
with hot and cold or ambient and cold undersink water
dispensers. It has a sturdy, brass body with polished
chrome finish in a modern, stylish faucet design
to match any modern kitchen, and wide spout
for easy filling of bottles, kettles and pots.

SPECIFICATIONS

Hole required for installation: 30 mm in diameter.
Maximum base thickness for installation: 50 mm.
Water inlet: 2 x 7/16“ male thread metal tubes.

Single lever water purifier faucet. Brass body with
polished chrome finish. Wide spout for easy filling
of bottles and pots. Simple, sturdy design. Includes
brass nut, delrin tube insert and sleeve for 1/4“ pipe.
Suitable for all under-counter water purifiers
The T-Style Faucet is a simple yet stylish tap designed
to be used with all models of under-counter water purifiers.
It has a sturdy, brass body with polished chrome finish
to match any modern kitchen and wide spout for
easy filling of bottles, kettles and pots.

SPECIFICATIONS

Hole required for installation: 12 mm in diameter.
Maximum base thickness for installation: 55 mm.
Water inlet: 7/16“ male thread metal tube.

Hole required for installation: 30 mm in diameter.
Maximum base thickness for installation: 35 mm.
Water inlet: 3 flexible connector pipes, 450 mm long
and 3/8“ nut.
Materials: brass body, zinc alloy coating, ceramic valve
and stainless steel braided hoses.

Option

1

Option

1

Option

1

Option

1

Capacity

-

Capacity

-

Capacity

-

Capacity

-

R.S.P.

R680

R.S.P.

R2 000

R.S.P.

R2 150

R.S.P.

R1 330

Cost per litre

-

Cost per litre

-

Cost per litre

-

Cost per litre

-

Product Code

WUA017

Product Code

WUA019

Product Code

WUA010

Product Code

WUA016
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Push-Button Glass Filler

Compelling reasons
to purify your
drinking water
FEATURES

Single push-button water purifier faucet. Brass body
with polished chrome finish. Spring-loaded pushbutton control. Suitable for all under-counter water
purifiers. Also suitable for use with water fountains.

BENEFITS

The Push-Button Glass Filler is a faucet that is primarily
designed to be used with water fountains, but can also
be used with under-counter water purifiers. It has a sturdy
brass body with polished chrome finish and utilizes a
spring-loaded push-button with flow regulator that
is depressed for momentary water dispensing.

SPECIFICATIONS

Hole required for installation: 17 mm in diameter.
Maximum base thickness for installation: 10 mm.
Water inlet: push fitting to accept 8 mm diameter pipe.
Maximum working pressure: 3 bar.
Maximum working temperature: 70°C.
Made in Italy.

DIRT & SEDIMENT
Option

1

Capacity

-

R.S.P.

R1 030

Cost per litre

-

Product Code

WUA009

Sediment, silt, industrial
waste, rust flakes and
bio-debris in the form of
sewage and decaying plant
and animal matter are all
found in tap water.

Do your bit for the planet.
Bottle your own magnesium
mineralized water at home.
2.7ℓ PENGUIN FILTER JUG
WODA-PURE UNDERCOUNTER

Turn your household tap water
into the best tasting, healthiest
water by adding a BWT filter jug or
under counter purifier to your home.
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D5C

D5CH

ED5C

ESD5CH

Rio Vita Free Standing Bottleless
Ambient and Cold Dispenser

Rio Vita Free Standing Bottleless
Hot and Cold Water Dispensor

Classic Free Standing Bottleless
Cold and Ambient Water Dispenser

Classic Countertop Bottleless
Cold and Hot Water Dispenser

FEATURES

FEATURES

FEATURES

FEATURES

BENEFITS

BENEFITS

Connects directly to water supply. Floor standing
unit. Cold and ambient water dispenser. Adjustable
cold water thermostat and surge protection Fuse.

BENEFITS

Ideal for homes and large offices. Saves time, money
and space. Low running costs, no water bottles required,
environmentally friendly, protected against power surges.
Silent operation and easy to clean, very hygenic.

SPECIFICATIONS

Sealed compressor cooling.
Cooling capacity: 4.5ℓ/h at 10°C.
Cold water continuous flow: 2ℓ with 10 min recovery period.
Ambient operating temp: 10°C - 38°C.
14ℓ polypropelene cold water reservoir.
3.4ℓ stainless steel (SS304) cold tank.
Cooling power consumption: 105W.
Cabinet material: front and top ABS plastic.
Side panels: zinc-coated steel.
Warranty: 2 years.
Dimensions: 1040(h) x 310(d) x 310(w) mm.
Shipping weight: 18 kg.
Made in Korea.

Option
Capacity

R.S.P.

1
4.5ℓ/h @ 10°C

R8 700

Cost per litre

-

Product Code

DDC001
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Connects directly to water supply. Floor standing unit.
Cold and hot water dispenser. Adjustable cold water
thermostat. Hot water function can be turned off.
Surge protection fuse.
Ideal for homes and large offices. Saves time, money
and space, low running costs. No water bottles required,
environmentally friendly, protected against power surges.
Silent operation and easy to clean, very hygenic.

SPECIFICATIONS

Sealed compressor cooling.
Cooling capacity: 4.5ℓ/h at 10°C.
Cold water continuous flow: 2ℓ with 10 min recovery period.
Hot water continuous flow: 1ℓ with 5 min recovery period.
Ambient operating temp 10-38°C.
14ℓ polypropelene cold water reservoir.
3.4ℓ Stainless Steel (SS304) Cold tank.
1.8ℓ Stainless Steel hot tank.
Cooling and heating power consumption: 105W/440W.
Cabinet material: front and top ABS plastic.
Side panels: zinc-coated steel.
Warranty: 2 years.
Dimensions: 1040(h) x 310(d) x 310(w) mm.
Shipping weight: 20 kg.
Made in Korea.

Option
Capacity

R.S.P.

1
4.5ℓ/h @ 10°C
7.5ℓ/h @ 90°C

Connects directly to your water supply. Floor standing unit.
Cold and ambient water dispenser. Adjustable cold water
thermostat. Removeable drip tray and surge protection.
Silver and grey finish.
Ideal for homes and offices, saves time, money and space,
low running costs. No water bottles required, environmentally
friendly. Protected against power surges, silent operation
and easy to clean. Very hygenic.

BENEFITS

SPECIFICATIONS

SPECIFICATIONS

Hermitically sealed compressor cooling.
Cooling capacity: 3.0ℓ/h at 10°C.
Cold water continuous flow: 1.1ℓ with 10 min recovery period.
Ambient operating temp 10-38°C.
3.0ℓ stainless steel (SS304) cold tank.
Cooling power consumption: 90W.
Warranty: 1 year.
Dimensions: 990(h) x 360(d) x 360(w) mm.
Weight 16.5 kg.
Made in China.

Option
Capacity

R.S.P.

1
3.0ℓ/h @ 10°C

R3 795

R9 300

Cost per litre

-

Cost per litre

-

Product Code

DDC011

Product Code

DDC002

Prices are correct as of March 2020, but may vary due to exchange rate fluctuations. Latest prices can be obtained from our website.

Connects directly to your water supply. Countertop unit.
Cold and hot water dispenser. Adjustable cold water
thermostat. Hot water function can be turned off.
Removeable drip tray and surge protection.
Silver and grey finish.
Ideal for home or office. Highly cost effective, convenient,
easy to clean and hygenic. Environmentally friendly
- no bottles required.
Hermatically sealed compressor cooling.
Cooling capacity: 3.0ℓ/h at 10°C.
Cold water continuous flow: 1.1ℓ with 10 min recovery period.
Heating capacity 5ℓ/h at 90°C.
Hot water continuous flow 1.0ℓ with a 5 min recovery period.
Ambient operating temp 10-38°C.
3.0ℓ Stainless Steel (SS304) cold tank.
Cooling power consumption: 90W.
Heating power consumption: 550W.
Warranty: 1 year.
Dimensions: 530(h) x 330(d) mm, 360(w) mm.
Weight 16 kg.
Made in China.

Option
Capacity

R.S.P.

1
3.0ℓ/h @ 10°C
5.0ℓ/h @ 90°C

R3 495

Cost per litre

-

Product Code

DDC012
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SD19A

AQA drink 20

AQA drink 40

B5C

Executive Countertop Bottleless
Cold and Hot Water Dispenser

Cold, Ambient and Sparkling*

CAS Cold Ambient and Sparkling*

Rio Vita Free-standing Bottle-type
Cold and Ambient Water Dispenser*

FEATURES

FEATURES

FEATURES

FEATURES

Connects directly to your water source. Countertop unit.
Hot and cold water dispenser. Adjustable cold water
thermostat. Hot water safety lock. Hot water function
can be turned off. Dual float valves to prevent leaks.
New gen cooling technology. Removable drip tray.

BENEFITS

Stylish modern design. Low running cost, hygenic and
easy to clean. Compact in size. Hot water safety lock
- good for small children. Excellent quality and performance.

SPECIFICATIONS

Hermitically sealed compressor cooling.
Adjustable thermostat for cold water cooling: 4-10°C.
Cooling capacity 2.3ℓ/h at 10°C.
Cold water continious flow: 2ℓ with 10 min recovery period.
Heating capacity: 7.0ℓ/h at 90°C.
Hot water continious flow: 1ℓ with 5 min recovery time.
Ambient operating temp: 10-38°C.
Stainless steel cold tank (SS304): 3.3ℓ.
Seperate stainless steel hot tank (SS304): 1.6ℓ.
Cabinet front and top ABS plastic. Side panels
electro zinc-coated steel with high polymer polyester resin.
Cooling power consumption: 105W.
Heating power consumption: 440W.
Dimensions: 440(h) x 430(d) x 270(w) mm.
Shipping weight: 12 kg.
Made in Korea.

Option

Black

White

Cold, ambient and sparkling direct connection water
dispenser for 15-30 users. Cold sparkling water delivery
20ℓ/h. Built in Ultra Filtration Technology. Still water delivery
100ℓ/h. Cold water temperature can be set between
4-12°C. Electronic display, optional waste water connection,
installed BWT Magnesium Mineralisation Technology.

BENEFITS

Cold ambient and sparkling water dispenser. The modern
and sleek design is extremely robust with its stainless steel
construction. Movies or image sequences/advertisements
can be played on the LCD screen. Illuminated control
buttons, ideal for exhibitions and info points, fitness centres
or retail stores. Utilises BWT Magnesium Mineralizer
and purification catridges.

High performing, stylish and environmentally friendly.
Direct connection unit, optimum hygiene, available
as a free standing or counter top model. Base for
floor standing available.

BENEFITS

SPECIFICATIONS

Chilled and sparkling water: 30ℓ/h.
Ambient water: 130ℓ/h.
Chilled water temperature: 3-10°C.
Dimensions: 1310(h) x 400(d) x 41(w) mm.
Recommended number of users: 15-50.
*Installation kit required.
**Excludes gas bottle.

Sparkling: 20ℓ/h.
Still: 100ℓ/h.
*Instalation kit required.
**Excludes gas bottle.

Option
Capacity

Cold, Ambient and Sparkling
-

High performing, modern and sleek design and is
extremely robust with its stainless steel construction.

SPECIFICATIONS

Bottle-fed, free-standing cold and ambient water dispenser.
Adjustable cold water thermostat. Uses standard 18.9ℓ
(5 gal) water dispenser bottle. Surge protection fuse.

BENEFITS

Ideal for homes and large offices. Managed water cost.
Free-standing and easy to install. Not affected by water
supply interruptions. Protected against power surges.
Silent operation. Can be placed anywhere near
a standard plug point.

SPECIFICATIONS

Sealed compressor cooling.
Cooling capacity: 4.5ℓ/h at 10°C.
Cold water continuous flow: 2ℓ with 10 min recovery period.
Ambient operating temp: 10-38°C.
1.8ℓ stainless steel (SS304) cold tank.
Cooling power consumption: 105W.
Cabinet material: ABS Plastic front and top.
Zinc-coated steel side panels.
Warranty: 2 years.
Dimensions: 990(d) x 310(d) x 310(w) mm.
Weight: 17 kg.
Made in Korea.
*Bottle not included.

Option

1

Option

1

Capacity

-

Capacity

-

2.3ℓ/h @ 10°C
7.0ℓ/h @ 90°C

-

R9 000

R9 000

Cost per litre

-

Cost per litre

-

Cost per litre

-

Cost per litre

-

-

Product Code

BWT120

Product Code

BWT121

Product Code

DBC001

Product Code

DDC006

DDC007

Capacity

R.S.P.

R.S.P.

R17 995

R.S.P.

R69 995*

R.S.P.

R6 100

*Prices may fluctuate according to exchange rate.
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B5CH

SB5CH

EB5C

EB5CH

Rio Vita Free Standing Bottle-Type
Hot and Cold Water Dispenser*

Rio Vita Countertop Bottle-Type
Hot and Cold Water Dispenser*

Classic Free - Standing Bottle-type
Cold and Ambient Water Dispenser*

Classic Free-standing Bottle-type
Hot and Cold Water Dispenser*

FEATURES

FEATURES

FEATURES

FEATURES

BENEFITS

BENEFITS

BENEFITS

BENEFITS

SPECIFICATIONS

SPECIFICATIONS

SPECIFICATIONS

SPECIFICATIONS

Bottle-fed. Free-standing hot and cold water dispenser.
Adjustable cold water thermostat. Hot water function
can be turned off. Uses standard 18.9ℓ (5 gal) water
dispenser bottle. Surge protection fuse.
Ideal for homes and large offices. Free-standing and easy
to install. Managed water cost, not affected by water supply
interruptions. Protected against power surges. Silent operation
and can be placed anywhere near a standard plug point.
Hermitically sealed compressor cooling.
Adjustable cold water cooling.
Cooling capacity: 4.5ℓ/h at 10°C.
Cold water continuous flow: 2ℓ with a 10 min recovery period.
Heating capacity: 7.5ℓ/h at 90°C.
Hot water continuous flow: 1ℓ with 5 min recovery period.
Ambient operating temp: 10-38°C.
Stainless Steel cold Tank (SS304).
Stainless Steel hot Tank (SS304): 1.8ℓ.
Cabinet Material: ABS plastic front and top; Electro zinc-coated
steel side panels.
Cooling power consumption: 105W.
Heating power consumption: 440W.
Warranty: 2 year.
Dimensions: 990(h) x 310(d) x 310(w) mm (without bottle).
Shipping weight: 17 kg.
Made in Korea. *Bottle not included.

Bottle-fed. Countertop unit. Hot and cold water
dispenser. Adjustable cold water thermostat. Hot water
function can be turned off. Uses standard 18.9ℓ (5 gal)
water dispenser bottle. Surge protection fuse.
Ideal for homes and large offices. Compact and easy to install.
Managed water cost, not affected by water supply
interruptions. Protected against power surges. Silent operation,
can be placed anywhere near a standard plug point.
Hermitically sealed compressor cooling.
Adjustable thermostat for cold water cooling.
Cooling capacity: 4.5ℓ/h at 10°C.
Cold water continuous flow: 2ℓ with a 10 min recovery period.
Heating capacity: 7.5ℓ/h at 90°C.
Hot water continuous flow: 1ℓ with 5 min recovery period.
Ambient operating temp: 10-38°C.
Stainless steel cold tank (SS304).
Stainless steel hot tank (SS304): 1.8ℓ.
Cabinet material: ABS plastic front and top.
Electro zinc-coated steel side panels.
Cooling power consumption: 105W.
Heating power consumption: 440W.
Warranty: 2 years.
Dimensions: 590(h) x 310(d) x 310(w) mm.
Shipping weight: 14 kg.
Made in Korea. *Bottle not included.

Ideal for your home or small offices. Bottle-fed. Uses standard
18.9ℓ (5 gal) water bottle. Cold and ambient water dispenser.
Economic to operate. Elegant design. Adjustable cold water
thermostat. Removeable drip tray. Silver and grey finish.
Cost effective to operate - can control water
consumption/cost. Doesn‘t require installation.
Can be placed anywhere near a standard plug point.
Can still be utilised during water supply disruptions.
Hermitically sealed compressor cooling.
Adjustable cold water thermostat.
Cooling capacity: 3ℓ/h at 10°C.
Cold water continuous flow: 1.1ℓ with 10 minute recovery period.
Ambient operating tempuratures: 10-38°C.
Stainless steel cold tank (SS304): 3ℓ.
Cooling power consumption: 90W.
Warranty: 1 year.
Dimensions: 990(h) x 360(d) x 360(w) mm.
Shipping weight: 16.5 kg.
Made in China.
*Bottle not included.

Stylish silver and grey finish. Ideal for home or small
offices. Uses a standard 8.9ℓ (5 gal) water dispenser
bottle.Adjustable cold water thermostat. Hot water
function can be turned off. Removeable drip tray.
Cost effective to operate. Can control water
consumption/cost. Doesn‘t require installation.
Can be placed anywhere near a standard plug point.
Can still be utilised during water supply disruptions.
Hermitically sealed compressor cooling.
Adjustable thermostat for cold water.
Cooling capacity: 3ℓ/h at 10°C.
Cold water continious flow: 1.1ℓ with a 10 minute recovery
period. Heating capacity: 5ℓ/h at 90°C.
Hot water continuous flow: 1ℓ with 5 minute recovery period.
Ambient operating temperature: 10-38°C.
Stainless steel cold tank (SS304): 3.0ℓ.
Stainless steel hot tank (SS304): 1.2ℓ.
Cooling power consumption: 90W.
Warranty: 1 year.
Dimensions: 990(h) (excl. bottle) x 360(d) x 360(w) mm.
Shipping weight: 16 kg.
Made in China.
*Bottle not included.

Option

1

Option

1

Option

1

Option

1

Capacity

-

Capacity

-

Capacity

-

Capacity

-

R.S.P.

R7 495

R.S.P.

R7 000

R.S.P.

R3 695

R.S.P.

R3 795

Cost per litre

-

Cost per litre

-

Cost per litre

-

Cost per litre

-

Product Code

DBC002

Product Code

DBC003

Product Code

DBC011

Product Code

DBC012
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EB5CHF

ESB5CH

UESB5C

Classic Free-Standing Bottle-type
Hot and Cold Water Dispenser
with a 16ℓ Chilling Cabinet*

Classic Countertop Bottle-type
Hot and Cold Water Dispenser*

Personal Use Counter Top Dispenser*

FEATURES

FEATURES

Stylish silver and grey free-standing water dispenser. Ideal
for home or small offices. Uses a standard 18.9ℓ (5 gal) water
dispenser bottle with a 16ℓ built in chilling cabinet. Adjustable
cold water thermostat. Hot water function can be turned
off. Power surge protection. Removeable drip tray.

BENEFITS

Economic to operate, water usage/cost can be controlled.
Doesn‘t require installation. Can be utilised during water supply
interruptions. Chilling cabinet can be utilised for fruit or small
beverages. Protected against damage through load shedding.

SPECIFICATIONS

Hermitically sealed compressor cooling. Adjustable thermostat
for cold water cooling. Chilling cabinet volume: 16ℓ. Chilling
cabinet cooling capicity: <10°C.
Cooling capacity: 3ℓ/h at 10°C. Cold water continuous flow:
1ℓ with a 10 minute recovery period.
Heating capacity: 5ℓ/h at 90°C. Hot water continuous flow:
1ℓ with 5 min recovery period. Ambient operating temperatures:
10-38°C.
Stainless steel cold tank (SS304): 3ℓ.
Stainless steel hot tank (SS304): 1.2ℓ.
Cooling power consumption: 100W.
Heating power consumption: 550W.
Warranty: 1 year.
Dimensions: 990(h) (excl. bottle) x 360(d) x 360(w) mm.
Shipping weight: 16 kg.
Made in China. *Bottle not included.
Option
Capacity

R.S.P.

1
3ℓ/h @ 10°C
5ℓ/h @ 90°C

R4 995

Compelling reasons
to purify your
drinking water
Affordable yet reliable. Stylish silver and grey finish.
Countertop hot and cold water dispenser, uses standard
18.9ℓ (5 gal) water dispenser bottle. Adjustable cold
water thermostat. Hot water function can be turned
off. Power surge protection. Removeable drip tray.

BENEFITS

Cost effective to operate - can control water
consumption/cost. Doesn‘t require installation,
can be placed anywhere near a standard plug point.
Can still be utilised during water supply disruptions.
Protected against damage through load shedding.

SPECIFICATIONS

Hermitically sealed compressor cooling.
Adjustable thermostat for cold water.
Cooling capacity: 3ℓ/h at 10°C. Cold water continuous flow:
1.1ℓ with a 10 minute recovery period.
Heating capacity: 5ℓ/h at 90°C. Hot water continuous flow:
1ℓ with 5 minute recovery period.
Ambient operating temperature: 10-38°C. Stainless steel
cold tank (SS304): 3ℓ.
Stainless steel hot tank (SS304): 1.2ℓ.
Cooling power consumption: 90W.
Heating power consumption: 550W.
Warranty: 1 year.
Dimensions: 990(h) (excl. bottle) x 360(d) x 360(w) mm.
Shipping weight: 16 kg.
Made in China. *Bottle not included.
Option
Capacity

R.S.P.

1
3ℓ/h @ 10°C
5ℓ/h @ 90°C

R3 995

FEATURES

Affordable, countertop bottle type water dispenser.
Suitable for 1 or 2 users. Cold and ambient water dispenser.
Uses a standard 18.9ℓ (5 gal) water dispenser bottle.

BENEFITS

Affordable, cold and ambient water dispenser, does
not require installation. Suitable for up to 2 users.
Not affected by water supply disruptions.

SPECIFICATIONS

Polypropylene cold tank includes 18.9ℓ bottle.
Cooling capacity: 0.7ℓ/h at 15°C.
Ambient operating temperature: 10-32°C.
Cooling power consumption: 70W.
Dimensions: 440(h) (excl. bottle) x 33(d) x 32(w) mm.
Shipping weight: 5 kg.
*Bottle not included.

BIOLOGICAL
ACTIVITY
Option
Capacity

R.S.P.

1
0.7ℓ/h @ 15°C
5ℓ/h @ 90°C

R1 265

Cost per litre

-

Cost per litre

-

Cost per litre

-

Product Code

DBC014

Product Code

DBC013

Product Code

DBC019
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Bacteria, viruses, coliforms,
parasites and cysts can pose
a very serious health risk, and
certain types of pathogens
such as Cryptosporidium and
Giardia are immune
to chlorine.
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Polycarbonate 18.9ℓ (5 gal)
Bottle Imported

YK2 Ceramic
Water Filter Bottle

RENT A BOTTLE-TYPE
DISPENSER FOR YOUR
OFFICE OR HOME
We’ll deliver purified water to your door.

FEATURES

FEATURES

BENEFITS

BENEFITS

The standard 18.9 ℓ (5 gal) polycarbonate bottle can be
used on all models of bottle-type water coolers and
water dispensers. It incorporates a carry handle for easy
transport and comes with 2 non-spill sealing caps.
BPA free, and robust.

Will remove chlorine and other harmful tap water chemicals
as well as improve the taste, colour and odour of your
tap water. The bottle also includes a silver impregnated
ceramic pre-filter for added protection against bacteria.

SPECIFICATIONS

Capacity: 18.9ℓ (5 gal).
Fits all water coolers and dispensers.
Carry handle incorporated.
Manufactured in Poland.

Option
Capacity

R.S.P.

Gravity fed water filter bottle. Suitable for use
with municipal/council tap water with moderate
to low sediment levels, and where added
protection against bacteria is required.

SPECIFICATIONS

Bottle capacity: 15ℓ.
Filtered water production rate: 4ℓ/h.
Primary filter: Silver impregnated ceramic disk filter
for removal of fine sediment and added protection
against bacteria.
Secondary filter: Granular activated carbon, mineral stone,
silica sand and ziolite mixed media bed. Includes gravity
filter cartridge for removing chemicals and improving taste.
Primary filter average max
longevity: 12 months (requires regular cleaning).
Secondary filter average max longevity: 3-4 months.
Dimensions: 293(h) x 293(d) x 316(w mm.
Shipping weight: 2.3 kg.

Imported

Local

-

-

Option
Capacity

2
15ℓ

R320

R295

Cost per litre

-

-

Cost per litre

-

Product Code

DBA001

DBA002

Product Code

DBA005
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R.S.P.

Ask us
for a quote
today!

R725
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Economy
Water Fountain

River 30 Cold Water
Fountain*

River 30 Cold Water
Fountain*

River 55 A Ambient
Water Fountain*

Free Standing - Steel Grey

Free Standing - Stainless Steel

Free Standing

FEATURES

FEATURES

FEATURES

BENEFITS

High chilling capacity. Specifically designed for high traffic areas.
Robust design for high volume use - gyms, schools, factories,
canteens, public areas. Bottleless convenience, very hygienic,
long-term economic value. Environmentally friendly - No transport
of bottles. Free-standing, frees up space on countertop or table.

High chilling capacity. Specifically designed for high
traffic areas. Robust design for high volume use - gyms,
schools, factories, canteens, public areas. Bottleless
convenience, very hygienic, long-term economic
value. Environmentally friendly - No transport of bottles.
Free-standing, frees up space on countertop or table.

BENEFITS

SPECIFICATIONS

SPECIFICATIONS

SPECIFICATIONS

FEATURES

Water fountain. High capacity water dispenser for high traffic
areas. Bottleless, connects directly to water supply. Freestanding unit, stands off the floor. Dispenses cold water.
Adjustable cold water thermostat. Built-in double 10“ filter
housings. Includes polypropylene pre-sediment and granular
activated carbon filter cartridges. Built in pressure reducing
valve. Robust and corrosion resistant, stainless steel outer
casing. Includes push-button bubbler and glass-filler faucets.
Built in drip tray requires drainage point for waste water.

BENEFITS

Compressor cooling. Stainless steel cold tank: 4.2ℓ.
Adjustable thermostat for cold water: 8-12°C.
Cooling capacity: 20ℓ/h at 10°C.
Min-max ambient operation temperatures: 10-35°C.
Cabinet material: stainless steel.
Cooling power consumption: 200W.
Required water pressure: 0.7-5.0 bar.
Warranty: 1 year.
Dimensions: 1 230(h) x 300(d) x 310(w) mm.
Shipping weight: 25 kg.
Made in China.
Option
Capacity

R.S.P.

1
20ℓ/h @ 10°C

R13 995

Water fountain. High capacity water dispenser for high
traffic areas. Bottleless, connects directly to water supply.
Free-standing unit, stands off the floor. Dispenses cold
water. Adjustable cold water thermostat. Ice bank direct
chilling system produces chilled water faster. Robust steel/
grey galvanized epoxy coated outer casing. Includes
push-button bubbler and glass-filler faucets. Built in
drip tray requires drainage point for waste water.

Compressor cooling. Ice bank direct chilling system.
Adjustable thermostat for cold water: 8-12°C.
Cooling capacity: 30ℓ/h at 10°C.
Min-max ambient operation temperatures: 10-45°C.
Cabinet material: Steel and grey galvanized epoxy
coated steel. Cooling power consumption: 180W.
Warranty: 2 years.
Dimensions: 96(h) (plus 270 mm for glass-filler)
x 340(d) x 33(w) mm.
Shipping weight: 26 kg.
Made in Italy.
Option
Capacity

R.S.P.

1
30ℓ/h @ 10°C

R19 075

Water fountain. High capacity water dispenser for high
traffic areas. Bottleless, connects directly to water supply.
Free-standing unit, stands off the floor. Dispenses cold water.
Adjustable cold water thermostat. Ice bank direct chilling system
produces chilled water faster. Robust steel/grey galvanized
epoxy coated outer casing. Includes push-button bubbler and
glass-filler faucets. Built in drip tray requires drainage point
for waste water.
High chilling capacity. Specifically designed for high traffic
areas. Robust design for high volume use - gyms, schools,
factories, canteens, public areas. Bottleless convenience,
very hygienic, long-term economic value. Environmentally
friendly - No transport of bottles. Free-standing, frees up
space on countertop or table.
Compressor cooling. Ice bank direct chilling system.
Adjustable thermostat: 8-12°C.
Cooling capacity: 30ℓ/h at 10°C.
Min-max ambient operation temperatures: 10-45°C.
Cabinet material: polished stainless steel.
Cooling power consumption: 180W.
Warranty: 2 years.
Dimensions: 960 (h) (plus 270 mm for glass-filler)
x 340 (d) 330 (w) mm.
Shipping weight: 26 kg.
Made in Italy.
Option
Capacity

R.S.P.

1
30ℓ/h @ 10°C

R18 300

Water fountain. High capacity water dispenser for high
traffic areas. Bottleless, connects directly to water supply.
Free-standing unit, stands off the floor. Dispenses ambient
water. Adjustable cold water thermostat. Robust steel/
grey galvanized epoxy coated outer casing. Includes
push-button bubbler and glass-filler faucets. Built in
drip tray requires drainage point for waste water.

BENEFITS

Robust design for high volume use - gyms, schools,
factories, canteens, public areas. Ambient water. Does
not require power. Bottleless - convenience, very hygienic.
Long-term economic value. Environmentally friendly No transport of bottles. Free-standing, frees up space on
counter-top or table. Excellent quality. 2-Year Warranty.

SPECIFICATIONS

Ambient water temperature.
Cabinet material: steel and grey galvanized
epoxy coated steel.
Warranty: 2 years.
Dimensions: 960(h) (plus 270 mm for glass-filler)
x 340(d) x 330(w) mm.
Shipping weight: 9 kg.
Made in Italy.

Option

1

Capacity

-

R.S.P.

R9 100

Cost per litre

-

Cost per litre

-

Cost per litre

-

Cost per litre

-

Product Code

DFC020

Product Code

DFC001

Product Code

DFC002

Product Code

DFC009
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WATER DISPENSERS, FOUNTAINS & BOTTLING | INDUSTRIAL

River 55 Cold Water
Fountain*

River 55 UP Cold
Water Fountain*

River 55 UP Cold
Water Fountain*

Free Standing - Stainless Steel

Wall-mounted - Stainless Steel

Wall-mounted

Compelling reasons
to purify your
drinking water
FEATURES

FEATURES

FEATURES

BENEFITS

BENEFITS

BENEFITS

SPECIFICATIONS

SPECIFICATIONS

Water fountain. High capacity water dispenser for high traffic
areas. Bottleless, connects directly to water supply. Free-standing
unit, stands off the floor. Dispenses cold water. Adjustable cold
water thermostat. Ice bank direct chilling system produces chilled
water faster. Robust steel/grey galvanized epoxy coated outer
casing. Includes push-button bubbler and glass-filler faucets.
Built in drip tray requires drainage point for waste water.
High chilling capacity. Specifically designed for high traffic areas.
Robust design for high volume use - gyms, schools, factories,
canteens, public areas. Bottleless convenience, very hygienic,
long-term economic value. Environmentally friendly - No transport
of bottles. Free-standing, frees up space on countertop or table.

SPECIFICATIONS

Compressor cooling. Ice bank direct chilling system.
Adjustable thermostat: 8-12°C.
Cooling capacity: 55ℓ/h at 10°C.
Min-max ambient operation temperatures: 10-45°C.
Cabinet material: polished stainless steel.
Cooling power consumption: 180W.
Warranty: 2 years.
Dimensions: 960(h) (plus 270 mm for glass-filler)
x 340(d) x 330(w) mm.
Shipping weight: 31 kg.
Made in Italy.

Option
Capacity

R.S.P.

1
55ℓ/h @ 10°C

R21 350

Water fountain. High capacity water dispenser for high
traffic areas. Bottleless, connects directly to water supply.
Wall mounted. Dispenses cold water. Adjustable cold
water thermostat. Ice bank direct chilling system produces
chilled water faster. Robust and corrosion resistant stainless
steel outer casing. Includes push-button bubbler. Built
in drip tray requires drainage point for waste water.
High chilling capacity. Specifically designed for high
traffic areas. Robust design for high volume use - gyms,
schools, factories, canteens, public areas. Bottleless,
convenience, very hygienic, best long-term economic
value. Environmentally friendly - no transport of
bottles. Excellent quality and performance.
Compressor cooling. Ice bank direct chilling system.
Adjustable thermostat: 8-12°C.
Cooling capacity: 55ℓ/h at 10°C.
Min-max ambient operation temperatures: 10-45°C.
Cabinet material: Polished stainless steel.
Cooling power consumption: 180W.
Warranty: 2 years.
Dimensions: 510(h) x 360(d) x 430(w) mm.
Shipping weight: 28 kg.
Made in Italy.

Option
Capacity

R.S.P.

1
55ℓ/h @ 10°C

R25 650

Water fountain. High capacity water dispenser for high
traffic areas. Bottleless, connects directly to water supply.
Wall mounted. Dispenses cold water. Adjustable cold water
thermostat. Ice bank direct chilling system produces chilled
water faster. Robust and corrosion resistant stainless steel
outer casing. Includes push-button bubbler. Built in
drip tray requires drainage point for waste water.
High chilling capacity. Specifically designed for high traffic
areas. Robust design for high volume use - gyms, schools,
factories, canteens, public areas. Bottleless, convenience,
very hygienic, long-term economic value. Environmentally
friendly - no transport of bottles. Excellent quality
and performance.
Compressor cooling. Ice bank direct chilling system.
Adjustable thermostat: 8-12°C.
Cooling capacity: 55ℓ/h at 10°C.
Min-max ambient operation temperatures: 10-45°C.
Cabinet material: steel and grey galvanized
epoxy coated steel.
Cooling power consumption: 180W.
Warranty: 2 years.
Dimensions: 510(h) x 360(d) x 430(w) mm.
Shipping weight: 28 kg.
Made in Italy.

Option
Capacity

R.S.P.

1
55ℓ/h @ 10°C

R19 900

Cost per litre

-

Cost per litre

-

Cost per litre

-

Product Code

DFC004

Product Code

DFC006

Product Code

DFC005
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and exchange rate fluctuations.
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HEAVY METALS
Exposure to toxic heavy
metals like lead, mercury and
arsenic have been shown
to cause organ and nervous
system damage, cancer and
stunted development.
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WATER DISPENSERS, FOUNTAINS & BOTTLING | UNDERCOUNTER

E-UCWC Economy
Under Counter Chiller

FEATURES

Chilled and ambient (room temperature) water chiller.
Under counter model. Suitable for domestic and light
commercial use. Compressor cooling with ventilated
condenser. Stainless steel cold tank: 2ℓ. Included
push-fittings. 1 Year warranty.

BENEFITS

High-flow chilled water on tap.

SPECIFICATIONS

Cooling capacity: 10ℓ/h at 8-12°C.
Cold water continuous flow: 1.1ℓ - 10 min recovery period.
Min-max working conditions: 10-35°C.
Cooling power consumption: 110W.
Required water pressure: 0.7-5.0 bar.
Dimensions: 390(h) x 360(d) x 280(w) mm.

H2OMY F Cold
Water Dispenser*

JCLASS IN A Cold
Water Dispenser*

JCLASS IN WG Cold &
Sparkling Water Dispenser*

Under Counter

Under Counter

Under Counter

FEATURES

FEATURES

FEATURES

BENEFITS

BENEFITS

BENEFITS

SPECIFICATIONS

SPECIFICATIONS

Chilled and ambient (room temperature) water chiller.
Under counter model. Suitable for domestic use.
Compressor cooling with ventilated condenser. Ice
bank direct chill system: 1 ℓ ice capacity. Adjustable
thermostat: 3°C-10°C, High quality, steel/grey
skinplate, corrosion resistant cabinet. Can utilize
a variety of different faucets. 2 Year warranty.
High-flow chilled water on tap.
Cooling capacity: 15ℓ/h at 10°C.
Cooling capacity continuous flow: 3ℓ.
Min-max working conditions: 10-38°C.
Cooling power consumption: 155W.
Dimensions: 260(h) x 235(d) x 407(w) mm.
Shipping weight: 14.0 kg.

Chilled and ambient (room temperature) water chiller,
under counter model. Suitable for domestic and light
commercial use. Compressor cooling with ventilated
condenser. Ice bank direct chill system: 2 ℓ ice capacity.
Adjustable thermostat: 2°C-12°C. High quality, steel/
grey skinplate, corrosion resistant cabinet. Can utilize
a variety of different faucets.
High capacity, top of the range chilled water.
Cooling capacity: 30ℓ/h at 10°C.
Cooling capacity continuous flow: 7ℓ.
Min-max working conditions: 10-38°C.
Cooling power consumption: 180W.
Dimensions: 260(h) x 400(d) x 400(w) mm.
Shipping weight: 21.0 kg.

Chilled, sparkling and ambient (room temperature) water
chiller. Under counter model. Suitable for domestic
and light commercial use. Compressor cooling with
ventilated condenser. Ice bank direct chill system:
2ℓ ice capacity. Adjustable thermostat: 2°C-12°C.
High quality, steel/grey skinplate, corrosion resistant
cabinet. Can utilize a variety of different faucets.
High capacity, chilled still and sparkling water suitable
for restaurants and canteens.

SPECIFICATIONS

Cooling capacity: 30ℓ/h at 10°C.
Cooling capacity continuous flow: 7ℓ.
Min-max working conditions: 10-38°C.
Cooling power consumption: 180W.
Dimensions: 260(h) x 400(d) x 400(w) mm.
Shipping weight: 21.0 kg.
NOTE: Excludes gas bottle and requires faucet.

Option

1

Option

1

Option

1

Option

1

Capacity

-

Capacity

-

Capacity

-

Capacity

-

R.S.P.

R6 395

R.S.P.

R12 925

R.S.P.

R15 325

R.S.P.

R30 850

Cost per litre

-

Cost per litre

-

Cost per litre

-

Cost per litre

-

Product Code

DUC020

Product Code

DUC001

Product Code

DUC002

Product Code

DUC003

*Subject to stock availability, factory lead times,
and exchange rate fluctuations.
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WATER DISPENSERS, FOUNTAINS & BOTTLING | UNDERCOUNTER

Niagara IN 65 ACWG Chilled
and Sparkling Water
Dispenser*

Niagara IN 65 Chilled
Water Dispenser*
Under Counter

Under Counter

FEATURES

FEATURES

BENEFITS

BENEFITS

SPECIFICATIONS

SPECIFICATIONS

Chilled, sparkling and ambient water dispenser. Under counter
model. Suitable for commercial and catering applications.
Compressor cooling with ventilated condenser. Ice bank
direct chill system: 4.5ℓ ice capacity. Chilled water adjustable
thermostat: 2-12°C. High quality, steel/grey skinplate,
corrosion resistant cabinet. Can utilize a variety of
different faucets.
Commercial unit suitable for restaurants
and conference venues.
Cooling capacity: 65ℓ/h at 10°C.
Cooling capacity continuous flow: 40ℓ.
Min-max working conditions: 10-38°C.
Cooling power consumption: 300W.
Warranty: 2 years.
Dimensions: 350(h) x 420(d) x 500(w) mm.
Shipping weight: 29.0 kg.
NOTE: Excludes gas bottle and requires faucet.

Chilled and ambient (room temperature) water dispenser.
Under counter model. Suitable for commercial and
catering applications. Compressor cooling with
ventilated condenser. Ice bank direct chill system: 4.5ℓ
ice capacity, Chilled water adjustable thermostat: 2-12°C.
High quality, steel/grey skinplate, corrosion resistant
cabinet. Can utilize a variety of different faucets.
High performance - suitable for restaurants
and conference venues.
Cooling capacity: 65ℓ/h at 10°C.
Cooling capacity continuous flow: 40ℓ.
Min-max working conditions: 10-38°C.
Cooling power consumption: 300W.
Warranty: 2 years.
Dimensions: 350(h) x 420(d) x 500(w) mm.
Shipping weight: 29.0 kg.
NOTE: Requires faucet.

Option

1

Option

1

Capacity

-

Capacity

-

R.S.P.

R38 600

R.S.P.

R23 800

Cost per litre

-

Cost per litre

-

Product Code

DUC006

Product Code

DUC004

STANDARD
Ecosoft STANDARD, the most affordable line of reverse osmosis filters.
The key components of the filter are the Ecosoft reverse osmosis membrane,
standard faucet and plastic tank for purified water.

*Subject to stock availability, factory lead times,
and exchange rate fluctuations.
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WATER DISPENSERS, FOUNTAINS & BOTTLING | HORECA

Niagara TOP 65 Chiller*
Countertop

Niagara 65 SL
WG Chiller*

YL-600F2 – 2 Tap
Water Chiller

Floorstanding

Compelling reasons
to purify your
drinking water
FEATURES

Bottleless, connects directly to water supply. Countertop
unit. Dispenses cold, ambient and sparkling water. Adjustable
cold water thermostat. Ice bank direct chilling system,
produces chilled water faster. Tall dispensing area to easily
fill bottles and jugs. Can utilize Afrox Suremix 100 canister as
CO² source (not included). Built- in drip tray with drainage.

BENEFITS

Very high chilling capacity. Specifically designed for the
hotel, restaurant and catering industry. Bottleless, convenient,
hygenic, with a long-term economic value. Environmentally
friendly - no transport of bottles. Excellent quality
and performance.

SPECIFICATIONS

Compressor cooling. Ice bank direct-chilling system.
Cabinet material: high-quality steel and grey skinplate.
Adjustable thermostat: 2-12°C.
Cooling capacity: 65ℓ/h at 10°C.
Cold water continuous flow: 40ℓ.
Operation temperatures: 10-38°C.
Ice bank capacity: 4.5ℓ.
Cooling power consumption: 300W.
Warranty: 2 years.
Dimensions: 510(h) x 420(d) x 500(w) mm.
Shipping weight: 30 kg.
Made in Italy.

FEATURES

Bottleless, connects directly to water supply. Freestanding unit stands on the floor. Dispenses cold, ambient
and sparkling water. Adjustable cold water thermostat.
Ice bank direct chilling system - produces chilled
water faster. Tall dispensing area to easily fill bottles
and jugs. Can utilize Afrox Suremix 100 canister as CO²
source (not included). Built-in drip tray with drainage.

BENEFITS

Very high chilling capacity. Specifically designed for
the Hotel, Restaurant and Catering industry. Bottleless,
convenient, hygenic, with a long-term economic value.
Environmentally friendly - no transport of bottles.
Excellent quality and performance. Free-standing more space on counter top or table. Space in cabinet
to house filter cartridges internally (not Included).

SPECIFICATIONS

Compressor cooling. Ice bank direct-chilling system.
Cabinet material: High-quality steel and grey skinplate.
Adjustable thermostat: 2-12°C. Cooling Capacity: 65ℓ/h
at 10°C. Cold water continuous flow: 40ℓ.
Operation temperatures: 10-38°C.
Ice bank capacity: 4.5ℓ.
Cooling power consumption: 500W.
Warranty: 2 years.
Dimensions: 1 480(h) x 480(d) x 560(w) mm.
Shipping weight: 50 kg.
Made in Italy.

FEATURES

Very high capacity cold water dispenser. Floor-standing
model. Suitable for light commercial and industrial use. Ideal
for large restaurants, schools, factories, and public areas.
Robust and reliable. Ample internal space to house an in-line
water filtration system (not included). Compressor cooling
with ventilated compressor. Direct-chilling system. Energy
saving, stand-by function for when the cooler is not in use.
Requires drainage point for waste-water/drip tray.

BENEFITS

The YL-600F2 is connected to the water mains. This direct
connection maximizes hygiene and prevents water from stagnating.
The body is made from high quality, durable, brushed stainless
steel. The internal tubing and connectors are all made of excellent
food-grade copper, stainless steel or silicone rubber. It includes
2 push-button faucets for easy bottle filling, and a drip tray with
water-waste connection. Stand-by function for when the cooler
is not in use, giving an energy saving of 75%, while maintaining
a temperature low enough to prevent bacteria growth.

SPECIFICATIONS

Cooling capacity: 100ℓ/h at between 8-12°C (at ambient
temperature of 25°C). Working temperature: 10-38°C.
Cooling power consumption: 450W. Compressor type:
hermetic with overload protector. 1/3 HP R134a.
Required water pressure: 0.7-5.0 bar.
Warranty: 1 year.
Dimensions: 1 190(h) x 360(d) x 670(w) mm.
Shipping weight: 55 kg.

Option

1

-

-

Option

1

-

-

Option

1

-

-

Capacity

-

-

-

Capacity

-

-

-

Capacity

-

-

-

R47 425

-

-

R.S.P.

POR

-

-

R.S.P.

R31 950

-

-

Cost per litre

R.S.P.

-

-

-

Cost per litre

-

-

-

Cost per litre

-

-

-

Product Code

DDC031

-

-

Product Code

DDC035

-

-

Product Code

DDC013

-

-

CHLORINE &
CHEMICALS
Chlorine and its
by-products have been
indisputably linked to
various types of cancer,
kidney and liver damage,
immune system dysfunction
and birth defects.

*Subject to stock availability, factory lead times,
and exchange rate fluctuations.
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DOMESTIC FILTRATION | WATER JUGS AND CARTRIDGES

Industrial and
Commercial Filtration
Reverse Osmosis
Media

82

Return to Contents Page

83

INDUSTRIAL & COMMERCIAL FILTRATION | REVERSE OSMOSIS

Ecosoft Commercial
Reverse Osmosis System

Ecosoft Commercial
Reverse Osmosis System

Ecosoft Commercial
Reverse Osmosis System

Ecosoft Commercial
Reverse Osmosis System

6 500ℓ/day

12 000ℓ/day

24 000ℓ/day

36 000ℓ/day

FEATURES

FEATURES

FEATURES

FEATURES

BENEFITS

BENEFITS

BENEFITS

BENEFITS

SPECIFICATIONS

SPECIFICATIONS

SPECIFICATIONS

SPECIFICATIONS

High-quality of engineering and components. Saves up to
50% of energy due to DOW Filmtec XLE membranes and
Grundfos pumps. CE marked. Complies with EC Directives.
Automated switching on/off from level sensors in the
permeate collector or line pressure. Hydraulic flushing.
Emergrency shutdown signaled by dry-run sensors.
Hydraulic flushing of membranes. Permament quality control
(electrical conductivity and temperature) of permeate.
Dow Filmtec XLE-4040 membrane.
Grundfos high-pressure pump: 0.67KW/230V.
European solenoid valves.
Multifunctional controller.
Conductivity sensor.
Sediment pre-filter.
High and low-pressure switches.
Float switches.
Regulated discharge and recycle flow meter.
Vibration-resistant pressure gauges.
Frame with unique design. 280ℓ/h.
4040 membrane (x1).
Dimensions: 1 450(h) x 550(w) x 400(d) mm.

Option
Capacity

R.S.P.

1
280ℓ/h

R49 995*

High-quality of engineering and components. Saves up to
50% of energy due to DOW Filmtec XLE membranes and
Grundfos pumps. CE marked. Complies with EC Directives.
Automated switching on/off from level sensors in the
permeate collector or line pressure. Hydraulic flushing.
Emergrency shutdown signaled by dry-run sensors.
Hydraulic flushing of membranes. Permament quality control
(electrical conductivity and temperature) of permeate.
Dow Filmtec XLE-4040 membrane.
Grundfos high-pressure pump: 0.67KW/230V.
European solenoid valves.
Multifunctional controller.
Conductivity sensor.
Sediment pre-filter.
High and low-pressure switches.
Float switches.
Regulated discharge and recycle flow meter.
Vibration-resistant pressure gauges.
Frame with unique design. 530ℓ/h.
4040 membrane (x1).
Dimensions: 1 450(h) x 550(w) x 400(d) mm.

Option
Capacity

R.S.P.

1
530ℓ/h

R59 995*

High-quality of engineering and components. Saves up to
50% of energy due to DOW Filmtec XLE membranes and
Grundfos pumps. CE marked. Complies with EC Directives.
Automated switching on/off from level sensors in the
permeate collector or line pressure. Hydraulic flushing.
Emergrency shutdown signaled by dry-run sensors.
Hydraulic flushing of membranes. Permament quality control
(electrical conductivity and temperature) of permeate.
Dow Filmtec XLE-4040 membrane.
Grundfos high-pressure pump: 1.9KW/230V.
European solenoid valves.
Multifunctional controller.
Conductivity sensor.
Sediment pre-filter.
High and low-pressure switches.
Float switches.
Regulated discharge and recycle flow meter.
Vibration-resistant pressure gauges.
Frame with unique design. 1 000ℓ/h.
4040 membrane (x4).
Dimensions: 1 500(h) x 700(w) x 600(d) mm.

Option
Capacity

R.S.P.

1
1 000ℓ/h

R119 995*

High-quality of engineering and components. Saves up to
50% of energy due to DOW Filmtec XLE membranes and
Grundfos pumps. CE marked. Complies with EC Directives.
Automated switching on/off from level sensors in the
permeate collector or line pressure. Hydraulic flushing.
Emergrency shutdown signaled by dry-run sensors.
Hydraulic flushing of membranes. Permament quality control
(electrical conductivity and temperature) of permeate.
Dow Filmtecô XLE-4040 membrane.
Grundfos high-pressure pump: 1.9KW/230V.
European solenoid valves.
Multifunctional controller.
Conductivity sensor.
Sediment pre-filter.
High and low-pressure switches.
Float switches.
Regulated discharge and recycle flow meter.
Vibration-resistant pressure gauges.
Frame with unique design. 1 500ℓ/h.
4040 membrane (x6).
Dimensions: 1 500(h) x 900(w) x 600(d) mm.

Option
Capacity

R.S.P.

1
1 500ℓ/h

R149 995*

Cost per litre

-

Cost per litre

-

Cost per litre

-

Cost per litre

-

Product Code

WWC030

Product Code

WWC031

Product Code

WWC032

Product Code

WWC033

*Subject to stock availability, factory lead times,
and exchange rate fluctuations.
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INDUSTRIAL & COMMERCIAL FILTRATION | MEDIA

KDF 55 Media
Kinetic Degradation
Fluxion process media

FEATURES

KDF 55 granules are high-purity copper-zinc granules
that reduce contaminants in water using an oxidation/
reduction (redox) reaction. Designed for removing or
reducing chlorine and soluble heavy metals. They are
also used for controlling scale, bacteria and algae.
Suitable for hot water applications.

BENEFITS

When used alone KDF media can remove more than
95% of chlorine, iron, heavy metals, hydrogen sulfide,
and other contaminants from water while controlling
micro organisms. Significantly extends the life of granular
activated carbon. Outperforms silver impregnated
carbons. Extends filter life - cost effective. Reduces system
maintenance. Suitable for backwash systems. Recyclable.

SPECIFICATIONS

Min-max water temperature: 2-100°C.
Lifespan: more than 6 years* (with proper handling).
Controls both bacteria and algae.
Disposal: recyclable.
Mechanism: oxidation/reduction. Lb/cu: 171 ft.
Eliminates inorganic contaminants.
Bed expansion backwash 10-15%.
NSF certified. Member of the WQA.
Made in the USA.

Option

1

Capacity

R.S.P.

R795/kg

Cost per litre
Product Code

86

WFC201

GAC (Granular
Activated Carbon)

Ecomix type C

Sanitabs

Sold in 25ℓ Bags

20 X 50 Mesh
1200 mg/gm Iodine Number

FEATURES

Water washed coconut shell granular activated
carbon (GAC). Features a high density, large micropore
column and high surface area. 1200mg/gm Iodine
number. Environmentally friendly. Minimal ash.

BENEFITS

Surface Area - generally higher internal surface area results
in higher effectiveness of the carbon. The surface area of
activated carbon is impressive, 500 to 1500 m2/g or even
more. A spoonful of activated carbon easily equates the
surface area of a soccer field. GAC is manufactured from
select grades of coconut shell and water washed to yield
a high purity with a low ash content. Commonly used for
beverage manufacturing, dialysis, potable water and a
variety of food grade applications. In properly designed
systems GAC will effectively remove chlorine, chloramines,
lead, TCE, PCE, THM‘s Phenols, pesticides, detergents
etc. High quality means increased effectiveness.

FEATURES

Ecomix® Type C is a highly effective filter media for problem
water. Prevents scale on plumbing and scum on heating
elements. Eliminates metallic taste of water, reduces colour
and smell of water.

BENEFITS

Reducing iron and manganese. Reduces organic matter,
hardness and ammonia. ECOMIX® is intended for the treatment
of well water and chlorinated municipal water from tannins.

SPECIFICATIONS

Hardness limitation: 750 ppm.
Iron limitation: 15 ppm.
Manganese limitation: 3 ppm.
TOC limitation: 17 ppm.
Ammonium limitation: 4 ppm.

FEATURES

Sterilized brine container, clean and hygienic resin.

BENEFITS

In the last regeneration step which is the flush step
the impurities are removed and flushed in the waste
together with the residue of the regeneration salts
and cleaning component.

SPECIFICATIONS

Sanitabs is a regeneration salt with an effective
cleaning component in tablet form with impressive
hygienic effect. Supplied in 8 kg bags.

SPECIFICATIONS

20 x 50 mesh.
1 200 mg/gm iodine number.

Option

1

Option

1

Option

1

Capacity

-

Capacity

-

Capacity

-

R.S.P.

R325/kg

R.S.P.

R5 750 per 25 kg bag

R.S.P.

R650 per 8 kg bag

Cost per litre

-

Cost per litre

-

Cost per litre

-

Product Code

WFC200

Product Code

WFC209

Product Code

BWT064

Prices are correct as of March 2020, but may vary due to exchange rate fluctuations. Latest prices can be obtained from our website.
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Ecosoft EcoSil

Mikrophos

Salt tablets for water softeners - 25 kg bag

Get the most advanced
technology in water purification
in Southern Africa

5 Micron Filter Pad
FEATURES

The tablet salt is intended for the regeneration of ion
exchange resins used as a filter media in iron and hardnessreduction filters and softening filters. Convenient form.
Does not cause the formation of the precipitate in the
salt-solvent tank. Suitable for various filter models.

BENEFITS

A convenient form of salt for the regeneration of Ecosoft
Ecosil. It comes in the form of tablets compressed under a
load of 900 tons. Packaging does not allow moisture and
enables long-term storage. Salt is supplied in the form
of tablets conveniently packaged in 25 kg bags. Does
not cause the formation of an insoluble deposit in the
solution tank. Complies with European quality standards.

SPECIFICATIONS

99.9% NaCl.
Tablet form.
Store between 1-40°C.
Protect from direct sunlight, heat, water and acid.

FEATURES

Silver Impregnated GAC

Mikrophos is a German manufactured scale
inhibiting or sequestering agent in the form of
soluble, sodium hexametaphosphate crystals.

BENEFITS

Stabilize the hardness constituents in cold and hot
water systems (up to 80°C). Prevent precipitation/
formation of scale on internal surfaces. Sequester the
heavy metal ions e.g. iron and manganese. Minimize
the occurrence of red water caused by dissolved iron.
Prevent pipe corrosion by forming a protective layer of
phosphates. Enable the gradual removal of existing scale.

SPECIFICATIONS

Riolyte®
Granular Activated Carbon

Mikrophos works by releasing low levels of
polyphosphates into the water which interfere with
crystal growth. In addition, a protective layer of iron,
calcium and phosphates is formed along the inner
surfaces of pipes, water tanks, elements etc. which
deters the deposition and formation of scale.

5 Micron Filter Pad
KDF®
Option

1

Option

1

-

-

Capacity

-

Capacity

-

-

-

R790

-

-

Cost per litre

R.S.P.

-

Cost per litre

-

-

-

Product Code

WFC210

Product Code

WAC001

-

-

88

R360 Per 25Kg Bag

R.S.P.

Prices are correct as of March 2020, but may vary due to exchange rate fluctuations. Latest prices can be obtained from our website.

5 Micron Filter Pad
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Store Locator
EASTERN CAPE
H2O International
East London
Shop 5, Nahoon Checkers Shopping
Centre, Old Transkei Road Nahoon,
East London
043 555 0246
donald.bradbury@h2o.co.za

H2O International
Newton Park
Port Elizabeth
Shop 6B, Bracewell Centre,
Cnr 4th Avenue & Cape Road,
Newton Park
041 364 0645
newtonpark@h2o.co.za

FREE STATE
H2O International
Bloemfontein Fleurdal
Shopping Centre
Shop 36A, Fleurdal Shopping
Centre Fleurdal, Bloemfontein
082 456 7683
bloemfontein@h2o.co.za

H2O International
Bloemfontein Preller Walk
Shop 006 B, Preller Walk,
Genl Hertzog Street, Dan Pienaar,
Bloemfontein
082 456 7683
bloemfontein@h2o.co.za

GAUTENG
H2O International
Fourways
U1.2C, Cedar Square Shopping Centre,
Cnr Cedar Road & Willow Avenue,
Fourways
011 467 9636
pineslopes@h2o.co.za

H2O International
Pretoria
Shop 16, Garsfontein Village,
477 Serene Street Garsfontein,
Pretoria
012 998 5858
h2opretoria@telkomsa.net
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H2O International
Sandton
Rivonia Junction, Cnr Rivonia Road
& 7th Avenue Rivonia Sandton,
Gauteng
011 234 0672
sandton@h2o.co.za

H2O International
Silver Lakes
Shop 1, Chamberlain Centre,
Cnr Solomon Mahlangu & Bendeman
Boulevard, Silver Lakes,
Pretoria
012 809 0744
silverlakes@h2o.co.za

H2O International
Wanderers
Shop 6, Planet Fitness Centre,
21 North Road, Illovo
011 327 5640
wanderers@h2o.co.za

H2O International
Westrand / Little Falls
Shop 9, The Falls Pick n Pay Centre,
Cnr Hendrik Potgieter & Johann Street,
Little Falls, Gauteng
083 634 8710
westrand@h2o.co.za

KWAZULU-NATAL
H2O International
Ballito
Shop 6a, The Circle,
Douglas Crowe Drive,
Ballito
032 946 3773
ballito@h2o.co.za

H2O International
Durban North
67 St Andrews Drive, Broadway,
Durban North
031 569 5270
water@h2o.co.za

H2O International
Hibiscus Coast
1001, Marine Drive,
Shelley Beach
039 315 6153
southcoastmall@h2o.co.za

H2O International
Head Office
37 Bell Crescent
Westlake Business Park
Tokai (021) 702 3262
tokai@h2o.co.za

H2O International
Shelly Beach

Shelly Kiosk (next to Clicks)
Shelly Center, Shelly Beach
039 315 6153
shellybeach@h2o.co.za

H2O International
The Crescent
at Umhlanga Ridge
1-3 Sunset Crescent,
Umhlanga Ridge
031 569 5270
water@h2o.co.za

H2O International
Westville
67 St Andrews Drive Broadway,
Durban North
031 569 5270
water@h2o.co.za

LIMPOPO

NORTH WEST
H2O International
Ganyesa
Ganyesa Trading Store,
No 1, Frylink Street, Ganyesa Village,
Ganyesa
053 050 0180
ganyesa@yahoo.com

H2O International
Klerksdorp
Shop No. 2, La Pizza Square,
Corner of Smit & Central Avenue,
Flamwood, Klerksdorp
018 468 7795
klerksdorp@h2o.co.za

WESTERN CAPE
H2O International
Atlantic Seaboard
and Cape Town CBD
The Powder Mill, Workspace 11,
No. 5 Sunrise Circle - Ndabeni
021 419 6000
chris@h2ocapetown.co.za

H2O International
Bellville / Tygervalley

H2O International
Mokopane

Shop UL 596A, Tygervalley Centre,
Willie van Schoor Avenue
Bellville
021 914 9885
tygervalley@h2o.co.za

57 Retief Street, Mokopane
060 606 0610
mokopane@h2o.co.za

H2O International
Blouberg

MPUMALANGA

Shop 147, Canal Walk, Cape Town
021 551 0889
blouberg@h2o.co.za

H2O International
Mpumalanga

H2O International
Bredasdorp

26 Waterfall Avenue,
Riverside Industrial Park, Nelspruit
013 752 4228
ig@h2ompu.co.za

c/o H2O International, Hermanus
H2O Water Bar, Pick ‘n Pay Centre
Main Road, Hermanus
028 312 3117
hermanus@h2o.co.za

NORTHERN CAPE
H2O International
Kimberley
99 Phakamile Mabija, Belgravia,
Kimberley
053 831 4012
diamondpavillion@h2o.co.za

H2O Service Centre
& Stockist: Springbok
13 Van Riebeeck Stree, Springbok
027 718 1878
sales@honolulumica.co.za

H2O International
Canal Walk
Shop 147, Canal Walk
021 551 0889
canalwalk@h2o.co.za

H2O International
Constantia
Pick ‘n Pay, Contantia Village,
Constantia
021 762 0068
mike@h2oconstantia.co.za

H2O International
Hermanus
Shop B18, Gateway Centre,
Hermanus
028 312 3117
hermanus@h2o.co.za

H2O International
Knysna
Shop No. 49, Woodmill Lane Centre,
Knysna
044 382 2983
info@h2oknysna.co.za

H2O International
Langebaan
Shop 39, Laguna Mall,
Langebaan
022 772 0658
langebaan@h2o.co.za

H2O International
Longbeach/Fish Hoek
Shop G6, Pick ‘n Pay Main Entrance,
Long Beach Mall
021 785 7292
longbeach@h2o.co.za

H2O International
Paarl
Shop 1, Winley Court,
19 Main Road, Paarl
021 300 3427
paarl@h2o.co.za

H2O International
Pinelands
Workspace 11, The Powder Mills
No. 5 Sunrise Circle, Ndabeni
021 681 5760
chris@h2ocapetown.co.za

H2O International
Rondebosch
15 Riverside Cntr, Main Road,
Rondebosch
021 685 3272
rondebosch@h2o.co.za

H2O International
Somerset West
27 Kingfisher Park, Nobel Street,
The Interchange, Somerset West
021 801 2493
info@h2osw.co.za

H2O International
Stellenbosch
Cluver Markotter Building,
14 Meul Street, Stellenbosch
021 883 2057
admin@h2ostellenbosch.co.za

INTERNATIONAL
H2O International
Anticor
Anticor (Pty) Ltd, 71 Newcastle Street,
Northern Industrial Area,
Windhoek, Namibia
+264 61 261 769
management@anticornam.com

H2O International
Botswana Gaborone
Unit 1B, Acacia Mall, Phakalane,
Gaborone, Botswana
073 111 5383
botswana@h2o.co.za

H2O International
Kenya
Water International Kenya Ltd,
Shop No. 260, Village Market,
Nairobi, Kenya
+254 20 7125759
kenya@h2o.co.za

H2O International
Lesotho
Shop No. 25C, Shared Water Systems,
Pioneer Mall, Basement Parking,
Maseru 100, Lesotho
+266 2231 6629
lesotho@h2o.co.za

H2O Stockist
Mauritius
Odezile Ltee, 41C King Georges,
VI Avenue, Floreal, Mauritius
+230 698 3939
mauritius@h2o.co.za

H2O International
Mozambique
No. 1060, Shop AV, Samora Machel,
EN4 Matola, Mozambique
+258 84 559 0166
mozambique@h2o.co.za

H2O International
Nigeria
A5 Pasty Shopping Plaza,
Plot 359, Ebutu Ukiwe Street,
Jabi Abuja, (FCT)
+234 9781 7852
nigeria@h2o.co.za

H2O International
Zambia
Oasis Pools Ltd, Shop No. 6,
Lubambe Centre, Parklands, Kitwe
+260 21 222 1063
zambia@h2o.co.za
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